


Production range.
All gripper chains are particularly suitable in the following industries: 

Bottling, Food, Glass Mfg., Packaging

Materials.

SERIES RUBBER DESIGN BaSE ChaIN 
MatERIal (3/4”) ChaIN FlIGht RUBBER PaD 

MatERIal aPPlICatION

1873t
two-Piece

EW Long Fingers      GW Short Fingers

 ELEVATOR 

 LOWERATOR

 PASS THROUGH 
CONVEYOR

 RINSERS

AND MORE...

GU U-Shape Fingers   GD D-Shape Fingers

1874t
two-Piece EV Long Fingers        GV Short Fingers

1843t
two-Piece     EW Long Fingers 

878t
One-Piece

EW Long Fingers    GW Short Fingers
NO ROLLERS BASE CHAIN

GU U-Shape Fingers   GD D-Shape Fingers

S UP

thermo
plastic

EPDM

™

SS

S SS

S SS

(1/2” Pitch)

S SS

UP

UP

thermo
plastic

thermo
plastic

All the stainless steel rollers base chains are prelubricated with high per formance lube suitable for the food industry (USDA H1 approved) which 
guarantees long-lasting effect for the chain.

Features of the 1873T Two-piece series.

tyPE DESCRIPtION FEatURES

Carbon Steel Through hardened carbon steel. Surface and core hardness of 43 HRC. Excellent strength and wear 
resistance. Not suitable in presence of water.

 Stainless Steel
Cr-Ni austenitic cold rolled stainless steel. It guarantees the best corrosion resistance to withstand 
chemical attack. It offers very good wear resistance, due to work hardening and homogeneous 
chemical structure.

Maintenance free 
carbon steel Rollers base chains for maintenance free applications.

Ultra Performance 
Acetal Resin

DuPont™ Delrin® Ultra Performance special homopolymer acetal resin. Particularly suitable for 
applications where low coefficient of friction and contained dusting are needed.  

Superior Grade 
of Acetal Resin

(DK2)

Delrin® acetal resin reinforced with Kevlar®, newly developed by  Regina and DuPont™, able to reach 
the lowest coefficient of friction with maximum wear resistance. Thanks to the superior properties 
of           , the usage of lubricants can be drastically reduced or even  eliminated without loosing 
performance in conveyor applications.

Thermoplastic Rubber
Special Thermoplastic rubber with hardness of 50 ShA and optimum wear resistance that guarantees 
exceptional product grip in inclined/declined conveyors and elevators/lowerators, extending life 
without loosing elasticity.

EPDM Rubber For gripper chain series. EPDM rubber with hardness of 60 ShA guarantees an excellent grip and high 
temperatures resistance.

S

SS

UP

EPDM

™

BS

thermo
plastic

™

Special rubber material, extends life 
without loosing elasticity

Gripper securely fixed to flight by an austenitic 
stainless steel pin, eliminating pop-off

Fingers and materials designed for exerting an ideal and not excessive 
force for each specific application

NEW

BS
NEW

Dark Brown

Dark Green

Green

Black

F F

NEW



EW 1873T (Long Fingers).

1873T Series. 
Two-piece gripper chains with plastic flights (3/4” pitch).

GW 1873T (Short Fingers).

EW 1873t 
REGINa REF.

GW 1873t 
REGINa REF.

ChaIN
WIDth W

         mm          inches

SIDEFlEXING
RaDIUS R

   mm        inches

WORKING lOaD
(25°C / 77°F)

            N             lbs

BaSE 
ChaIN

MatERIal

FlIGht
MatERIal

EW 1873T UP K 3 1/4 GW 1873T UP K 3 1/4 355,6                14 4500              1,013

EW 1873T UP K 4 1/2 355,6                14 4500              1,013

EW 1873T UP SS K 3 1/4 GW 1873T UP SS K 3 1/4 355,6                14 3500                788

EW 1873T UP SS K 4 1/2 355,6                14 3500                788

EW 1873T UP BS K 3 1/4 GW 1873T UP BS K 3 1/4 355,6                14 3500                788

EW 1873T UP BS K 4 1/2 355,6                14 3500                788

EW 1873T D2K K 3 1/4 GW 1873T D2K K 3 1/4 355,6                14 4500              1,013

EW 1873T D2K K 4 1/2 355,6                14 4500              1,013

EW 1873T D2K SS K 3 1/4 GW 1873T D2K SS K 3 1/4 355,6                14 3500                788

EW 1873T D2K SS K 4 1/2 355,6                14 3500                788

EW 1873T D2K BS K 3 1/4 GW 1873T D2K BS K 3 1/4 355,6                14 3500                788

EW 1873T D2K BS K 4 1/2 355,6                14 3500                788

S UP

™

SS

S

SS

BS

BS

S

S

SS

SS

BS

BS

UP

UP

UP

UP

UP

™

™

™

™

™

GU 1873T (U-Shape). GD 1873T (D-Shape).

GU 1873t 
REGINa REF.

GD 1873t 
REGINa REF.

ChaIN
WIDth W

         mm          inches

SIDEFlEXING
RaDIUS R

   mm        inches

WORKING lOaD
(25°C / 77°F)

            N             lbs

BaSE 
ChaIN

MatERIal

FlIGht
MatERIal

GU 1873T UP K 3 1/4 GD 1873T UP K 3 1/4 355,6                14 4500              1,013

GU 1873T UP K 4 1/2 355,6                14 4500              1,013

GU 1873T UP SS K 3 1/4 GD 1873T UP SS K 3 1/4 355,6                14 3500                788

GU 1873T UP SS K 4 1/2 355,6                14 3500                788

GD 1873T UP BS K 3 1/4 355,6                14 3500                788

GU 1873T D2K K 3 1/4 GD 1873T D2K K 3 1/4 355,6                14 4500              1,013

GU 1873T D2K K 4 1/2 355,6                14 4500              1,013

GU 1873T D2K SS K 3 1/4 GD 1873T D2K SS K 3 1/4 355,6                14 3500                788

GU 1873T D2K SS K 4 1/2 355,6                14 3500                788

GD 1873T D2K BS K 3 1/4 355,6                14 3500                788

S UP

™

SS

S

SS

S

S

SS

SS

UP

UP

UP

UP

™

™

™

™

NEW

NEW

NEW

NEW

NEW

NEW

BS

BS

NEW

NEW

82,6

114,3

82,6

114,3

82,6     

114,3

82,6

114,3

82,6

114,3

82,6

114,3

3.25

4.50

3.25

4.50

3.25

4.50

3.25

4.50

3.25

4.50

3.25

4.50

82,6

114,3

82,6

114,3

82,6     

82,6

114,3

82,6

114,3

82,6

3.25

4.50

3.25

4.50

3.25

4.50

4.50

3.25

4.50

3.25



EV 1874T (Long Fingers).

1874T Series. 
Two piece gripper chains with steel flights (3/4” pitch).

GV 1874T (Short Fingers).

EW 1843T (Long Fingers).

EV 1874t 
REGINa REF.

GV 1874t 
REGINa REF.

ChaIN
WIDth W

         mm          inches

SIDEFlEXING
RaDIUS R

   mm        inches

WORKING lOaD
(25°C / 77°F)

            N             lbs

BaSE 
ChaIN

MatERIal

FlIGht
MatERIal

EV 1874T K 3 1/4 GV 1874T K 3 1/4 381,0                15 4500              1,013

GV 1874T K 4 1/2 381,0                15 4500              1,013

EV 1874T SS K 3 1/4 GV 1874T SS K 3 1/4 381,0                15 3500                788

GV 1874T SS K 4 1/2 381,0                15 3500                788

S

SS

S

S

S

SS

SS

SS

1843T Series. 
Two-piece gripper chains with plastic flights (1/2” pitch).

EW 1843t 
REGINa REF.

ChaIN 
WIDth W

 mm        inches

WORKING lOaD
(25°C / 77°F)

      N              lbs

BaSE 
ChaIN

MatERIal

FlIGht
MatERIal

EW 1843T UP K 1 1/2 38,1               1.50 2600                585

EW 1843T UP SS K 1 1/2 38,1               1.50 2000               450

UP

UPSS

S

878T Series. 
One-piece gripper chains with plastic plates. Reduced sideflexing radius.

EW 878T 
(Long Fingers).

GU 878T 
(U-Shape).

GW 878T 
(Short Fingers).

GD 878T 
(D-Shape).

REGINa REF.
878t

ChaIN
WIDth W

 mm        inches

SIDEFlEXING
RaDIUS R

  mm         inches

WORKING lOaD
(25°C / 77°F)

      N              lbs

FlIGht
MatERIal

EW 878T UP K 3 1/4 82,6              3.25  200               7.874 2000                450

GW 878T UP K 3 1/4 82,6              3.25  200               7.874 2000                450

GU 878T UP K 3 1/4 82,6              3.25  200               7.874 2000                450

GD 878T UP K 3 1/4 82,6              3.25  200               7.874 2000                450

UP

UP

UP

UP

NEW

82,6

114,3

82,6

114,3

3.25

4.50

3.25

4.50



Technical characteristics.
“Heavy wall” sintered bushing, impregnated with USDA H1 food approved oil

Hard plated pin

Galvanically coated plates and rollers for resistance to mildly aggressive environment

PIN

Sintered bushing, 
impregnated with high 
performance lubricant

Optimized bushing wall 
thickness for increased 
wear performance

Solid
Anti-corrosion coating

ROLLER

Sintered
Oil impregnated

BUSHING

Case hardened
Hard plating, anti-corrosion

Anti-corrosion coating
PLATES

BENEFITS

DrAmAtiC weAr life inCreASe COmpAreD  
 tO StAnDArD CHAinS in Un-lUbriCAteD COnDitiOnS

eliminAte neeD fOr periODiC lUbriCAtiOn

nO prODUCt Or eqUipment COntAminAtiOn

reSiStAnCe tO COrrOSiOn in milDly AGGreSSive  
 envirOnment

SAvinGS in lUbriCAtiOn AnD mAintenAnCe COStS

APPLICATION LIMITS

mAximUm SpeeD: 2 m/SeC

mAximUm SpeCifiC 
preSSUre: 20 n/mm2

temperAtUre OperAtinG 
rAnGe: -30°C ÷ +150°C

milD COrrOSive envirOnment

AbSenCe Of AbrASive COntAminAtiOn

Comparative wear test - 16B-1 chains with sintered bushings.

16b-1 regina StAinleSS Steel chain with factory pre-lubrication (no relubrication)
16b-1 regina StAnDArD chain with factory pre-lubrication (no relubrication)
16b-1 maintenance free chain - regina enduro series - code 147bS

teSt COnDitiOnS
rpm: 234
Sprockets: z1=15  z2=15
Chain pull:  3’432 n (350kg)
Chain speed: 1,50 m/s
Specific pressure pin/bushing: 17 n/mm2

no lubrication during the test

rUnninG time (hours)

13/07/2011regina Catene Calibrate  S.p.A. - laboratory
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NEW Gripper chains available with ENDURO maintenance free base chains.



teSt COnDitiOnS
rpm: 234
Sprockets: z1=15  z2=15
Chain pull:  3’432 n (350kg)
Chain speed: 1,50 m/s
Specific pressure pin/bushing: 17 n/mm2

no lubrication during the test

frAnCe

reGinA inDUStrie s.a.r.l.
Z.A.C. des Chatelliers

34 rue des frères lumière 45800 
Saint Jean De braye - france

tel.  +33 238 836363
fax +33 238 836413

sales.fr@reginachain.net

UniteD KinGDOm

reGinA internAtiOnAl limiteD
Unit 1, Dyneley road, 

Greenbank business park
whitebirk, blackburn, lancs bb1 
3Ab - United Kingdom tel. +44 

1254 661116
fax +44 1254 59456

sales.uk@reginachain.net

SpAin

CADenAS reGinA eSpAÑA, S.l. Calle 
industria, 37

08120 la liagosta - barcelona - españa
tel. +34 93 5742838
fax +34 93 5740735

sales.es@reginachain.net

USA

reGinA USA, inC. 305 e. 
mahn Court Oak Creek, wi 
53154 - USA tel. 001 414 

5710032 fax 001 414 
5710225

CHinA

reGinA tiAnJin CHAin & belt CO., ltD.
xi qing economic Development Area, 

xiang rui road n. 17 tian 
xiang industrial Zone

300385 tian Jin - China
tel. +86 22 83961223
fax +86 22 83961202

sales.cn@reginachain.net

GermAny

reGinA
tel. +49 2662939196
fax +49 2662939198

sales.de@reginachain.net

itAly

reGinA CAtene CAlibrAte S.p.A.
HeAD OffiCe:
via monza, 90

23870 Cernusco lombardone (lC) - italy
tel. +39 039 99801

fax +39 039 9905229
sales@reginachain.net

mexiCO

reGinA de mexiCO S.A. de C.v.
Av. Aviación 5051-28

Col. San Juan de Ocotan 45019 
Zapopan, Jalisco – mexico
tel. +52 33 3627 4043
fax +52 33 3627 3930

sales.mx@reginachain.net

ArGentinA

reGinA internAtiOnAl S.A.
Diagonal 190, 

1788-1655 Josè leon Suarez 
prov. buenos Aires – Argentina

tel. +54 11 47296667
fax +54 11 47203210

sales.ar@reginachain.net

PERFORMANCE IN MOTION
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REGINA  Chain Products* are available from  MARYLAND METRICS
P.O. Box 261   Owings Mills, MD 21117 USA 

ph: (410)358-3130  (800)638-1830   fx: (410)358-3142  (800)872-9329 
web: http://mdmetric.com   email: sales@mdmetric.com
Request for quotation form: http://mdmetric.com/rfq.htm

*Note: Motorcycle Chain products are not available from MARYLAND METRICS

copyright 2013 maryland metrics/regina catene calibrate s.p.a.


