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Strain Relief Cable Glands

SKINTOP® PRODUCT SELECTION GUIDE 486

NON-METALLIC STRAIN RELIEF CABLE GLANDS

SKINTOP® SLN/ SLRN UL/CSA/CE/ROHS 487
Liquid Tight, Non-Metallic Strain Relief Cable Gland with NPT Threads

SKINTOP® SL/ SLR UL/CSA/CE/TUV/ROHS 488
Liquid Tight, Non-Metallic Strain Relief Cable Gland with PG Threads

SKINTOP® SLM/ SLRM UL/CSA/CE/VDE/DNV/TUV/ROHS 489
Liquid Tight, Non-Metallic Strain Relief Cable Gland with Metric Threads

SKINTOP® ST-HF-M VDE/CE/ROHS 490
Halogen-Free, Liquid Tight, Non-Metallic Strain Relief Cable Gland with Metric Threads

SKINTOP® CLICK/ CLICK R UL/VDE/CE/DNV/ROHS 491
Liquid Tight, Non-Metallic Strain Relief with Quick “Click” Installation Insertion System

SKINTOP® FLEX UL/CSA/VDE/CE/DNV/ROHS 492
Liquid Tight, Non-Metallic Spiral Strain Relief Cable Gland in NPT, PG & Metric Threads

SKINTOP®  CLICK FLEX UL/VDE/CE/DNV/ROHS 494
Liquid Tight, Non-Metallic Spiral Strain Relief with Quick “Click” Insertion System for Additional
Bending Protection

SKINTOP®  BT/ BT-M CE/DNV/ROHS 495
Liquid Tight, Non-Metallic Cable Gland with Bell Shaped Bending Protection in PG & Metric Threads

SKINTOP® ATEX K-M/ KR-M CE/EX/DNV/ROHS 496
Liquid Tight, Non-Metallic Cable Gland according to ATEX for Hazardous Areas with Metric Threads

SRW Right Angle Gland ROHS 497
Liquid Tight, Non-Metallic 90O Elbow Cable Gland with PG Threads

SKINTOP® GMP-GL UL/CE/ROHS 498
Hexagonal Locknuts for NPT, PG & Metric Connectors
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Strain Relief Cable Glands

METALLIC STRAIN RELIEF CABLE GLANDS

SKINTOP® MS-NPT/ MSR-NPT UL/CSA/CE/ROHS 499
Liquid Tight, Metallic Strain Relief Cable Gland with NPT Threads

SKINTOP® MS/ MSR CE/ROHS 500
Liquid Tight, Metallic Strain Relief Cable Gland with PG Threads

SKINTOP® MS-XL/ MSR-XL CE/ROHS 501
Liquid Tight, Metallic Strain Relief Cable Gland with Extended PG Threads

SKINTOP® MS-M/ MSR-M UL/CE/DNV/ROHS 502
Liquid Tight, Metallic Strain Relief Cable Gland in Metric Sizes to Meet the European Union
Standards

SKINTOP® MS-M-XL/ MSR-M-XL UL/CE/DNV/ROHS 503
Liquid Tight, Metallic Strain Relief Cable Gland with Extended Metric Threads

SKINTOP® MS-SC/ MS-SCL UL/CE/DNV/ROHS 504
Liquid Tight, Metallic Strain Relief for EMC Shielding Cable Gland with NPT, PG and Metric Threads

SKINTOP® MS-SC-M BRUSH/ BRUSH Plus UL/CE/DNV/ROHS 506
Liquid Tight, Metallic Strain Relief for EMC Shielding Applications
Easy to Assemble, Cable Gland with Metric Threads

SKINTOP® MS-M/ MSR-M ATEX UL/CE/DNV/ROHS 507
Liquid Tight, Metallic Cable Glands according to ATEX for Hazardous Areas with Metric Threads 

Cable Gland for Dangerous & Explosive Areas UL/CE/EX/DNV/ROHS 508
For Use with Corrugated and Continuously Welded Armor Cable

SKINTOP® CN/ CN-M CE/ROHS 509
Chromium-Nickel Steel Cable Gland with PG and Metric Threads

SKINDICHT® CABLE GLANDS

SKINDICHT® SVRE Series Cable Clamp CE/ROHS 510
Compact General Purpose Cable Clamps with PG & Metric Threads

SKINDICHT® SH Cable Clamp CE/ROHS 511
Compact Strain Relief Cable Gland with Single Saddle Clamp and with PG Threads

N
E

W
N

E
W

N
E

W



484 Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

SKINTOP® STRAIN RELIEF CABLE GLANDS

SKINDICHT® SHZ Cable Clamp CE/ROHS 512
Compact Strain Relief Cable Gland with Single Saddle Clamp and Additional Sealing 

SKINDICHT® SK Series CE/ROHS 513
Compact Strain Relief Cable Gland with Double Saddle Clamp and PG Threads

SKINDICHT® SKZ/ SKZ-M Series CE/ROHS 514
Compact Strain Relief Cable Gland with Double Saddle Clamp with Additional Sealing in 
PG & Metric Threads

SKINDICHT® SHV CE/ROHS 515
Metallic Strain Relief Cable Gland in PG Threads with Sealing Capability up to 300 Ft. (10 Bar)

SKINDICHT® SHV-M CE/ROHS 516
Metallic Strain Relief Cable Gland in Metric Sizes with Sealing Capability to 300 Ft. (10 Bar)

SKINDICHT® SHVE CE/ROHS 517
Compact EMC Strain Relief Cable Gland with PG & Metric Threads for use with Copper (CY) and
Steel Shielded (SY) Cables

SKINDICHT® SR Series Cable Clamp CE/ROHS 519
Compact Strain Relief Cable Gland with PG & Metric Threads with Single Saddle Clamp and Special
Neoprene Bushing 

SKINDICHT® RWV Cable Gland CE/ROHS 521
Metallic 90O Elbow Cable Gland with PG Threads

SKINDICHT® SM Lock Nuts 522
Metal Lock Nuts for NPT, PG and Metric Threaded Products

SKINDICHT® SM-PE Lock Nuts CE/ROHS 523
Brass Grounding Lock Nuts for PG and Metric Threaded Products

ACCESSORIES

SKINTOP® DIX Bushings & DIX-DV Inserts CE/ROHS 524
Multiple Cable Sealing Bushing for PG & NPT SKINTOP® Connectors

SKINTOP® DIX-M Bushings CE/ROHS 525
Multiple Cable Sealing Bushing for Metric SKINTOP® Cable Glands

SKINTOP® SD/ DV CE/ROHS 526
Dust-Proof, Moisture-Proof Plugs for PG, NPT & Metric SKINTOP® Cable Glands
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HOLE PLUGS CE/ROHS 527 
Brass & Plastic Plugs for use in PG and Metric Threaded Holes

FITTINGS CE/ROHS 528
Nickel Plated Brass & Plastic 
Reducers and Enlargers in PG & Metric Combinations

Nickel Plated Brass Adapters CE/ROHS 529
PG, NPT & Metric Combinations

Adapters & Sealing Rings 530
Nickel Plated Brass & Plastic 
Adapters and Sealing Rings in PG & Metric Combinations

O-Rings-PG 531
Perbunan, PTFE & VITON® in PG Sizes

O-Rings-Metric 532
Perbunan, PTFE & VITON® in Metric Sizes

SKINDICHT® Cable Bushing System 533
SDL Flanges & SDT Split Bushing Sleeve

Mounting Tools 535
For SKINTOP® Cable Glands

Tools 536
Cutting & Stripping Tools

Tools 537
Taps & Screwdrivers

TECHNICAL DATA

SKINTOP® 538
Liquid Tight, Non-Metallic Strain Relief Cable Glands
Secured by a Single Turn of the Hand

SKINTOP® Strain Relief Cable Glands 539
Polyamide Style

Threading Dimensions & Tightening Values for SKINTOP® Cable Glands 540

SKINTOP® STRAIN RELIEF CABLE GLANDS

                          



486 Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

.079 - .200

.135 - .350

.225 - .400

.325 - .500

.425 - .600

.525 - .750

.600 - .900

.750 - 1.10

.950 - 1.20

1.10 - 1.40

1.30 - 1.70

S2238
S2107
S2207
S2209
S2211

S2138
S2212
S2109
S2111

S2213

S2113
S2216
S2234

S2116
S2221

S2229
S2134
S2201
S2121

S2129
S2236
S2101

S2242
S2136

S2142
S2248

S2148

S1238
S1107
S1207
S1209
S1211

S1138
S1212
S1109
S1111

S1213

S1113
S1216
S1234

S1116
S1221

S1229
S1134
S1201
S1121

S1129
S1236
S1101

S1242
S1136

S1142
S1248

S1148

NPT 3/8”
PG 7
PG 7
PG 9
PG 11

NPT 3/8”
NPT 1/2”
PG 9
PG 11

PG 13

PG 13
PG 16
NPT 3/4”

PG 16
PG 21

PG 29
NPT 3/4”
NPT 1”
PG 21

PG 29
PG 36
NPT 1”

PG 42
PG 36

PG 42
PG 48

PG 48

53112006
53112016
52015700
52015770
52015780

53112004
53112014
53112026
52015710
52015720
52015790
52015800
53112024
53112036
52015730
52015810
53112034
53112046
52015740
52015820
53112044
52015750
52015830

53112056
52015760

53112054
53112066
52015765

52015832
53112064
53112076
52015766

52015833
53112074
52015767

NPT 1/4”
NPT 3/8”
PG 7
PG 7
PG 9

NPT 1/4”
NPT 3/8”
NPT 1/2”
PG 9
PG 11
PG 11
PG 13
NPT 1/2”
NPT 3/4”
PG 13
PG 16
NPT 3/4”
NPT 1”
PG 16
PG 21
NPT 1”
PG 21
PG 29

NPT 1 1/4”
PG 29

NPT 1 1/4”
NPT 1 1/2”
PG 32

PG 36
NPT 1 1/2”
NPT 2”
PG 36

PG 48
NPT 2”
PG 48

BlackCable OD Gray Thread Type Part # Thread Type Part # Thread Type

General purpose nylon cable gland for 
I/O boxes, panels, motors and others...

Nickel Plated Brass 
grounding cable gland for 
use with shielded cables

General purpose, high impact
Nickel Plated Brass cable

gland for I/O boxes, panels,
motors and others...

53112910

53112210
53112220

53112920

53112230

53112930

53112240

53112940
53112250

53112260

53112950

53112270

53112960

NPT 3/8”

PG 9
PG 11

NPT 1/2”

PG 13

NPT 3/4”

PG 16

NPT 1”
PG 21

PG 29

NPT 1 1/4”

PG 36

NPT 1 1/2”

Installation Diagram

• Use Black Dome SKINTOP® with Black Cable
• Use Gray Dome SKINTOP® with Gray Cable
• Use metal when higher impact resistance/durability is needed.

• PG Threads– Panzer Grade  
• NPT Threads – National Pipe Thread (U.S. Standard)

Seal: IP 68, 5 Bar 

(Exceeds NEMA 6/ 6P Pressure rating)

Temperature range: -20O C to +80O C

Seal: IP 68, 5 Bar 

(Exceeds NEMA 6/ 6P Pressure rating)

Temperature range: -30O C to +100O C

Product Selection Guide

NPT- 
Page 487

PG- 
Page 488

NPT- Page 499

PG- Page 500

NPT &
PG-

Page
504
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SKINTOP® SLN/ SLRN
Liquid Tight, Non-Metallic Strain Relief Cable Gland 
with NPT Threads

Protection:                   70 PSI
Seal:                           IP 68, 5 Bar 
                                  (Exceeds NEMA 6/ 6P Pressure rating)

Temperature range:   -20O C to +80O C

Materials:
Body: Polyamide
Bushing: CR

Color: - Black (RAL 9005) 
    UV Resistant
    - Gray  (RAL 7001)

Technical Data:

NOTES:

1. Locknuts may be ordered separately, refer to Page 498.
2. Orders of 2000 pieces or more per item will be bulk packaged unless otherwise requested.
3. UL Status:  R = Recognized; L = Listed

SKINTOP® SLN: Liquid Tight, Non-Metallic Strain Relief Cable Gland with NPT Threads

SKINTOP® SLRN: Liquid Tight, Non-Metallic Strain Relief Cable Gland with Reducer Bushing

SKINTOP® SLN/ SLRN is a durable, liquid tight, easy to
assemble strain relief cable gland with NPT threads that is
universally suited for all types of machinery & equipment,
including automation, motion control, process control and
robotics. 

Application Advantage:
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Superior integrated locking mechanism includes an 

internal ratchet for vibration proof protection
• Multi-trapezoidal thread requires just one twist to tighten
• Generous high quality neoprene bushing provides a liquid 

tight and dust proof, hermetic seal

S2138
S2112
S2134
S2101

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
L
L
L

SW
Wrenching Flats

inches

0.748
0.945
1.299
1.654

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

NPT-3/8"
NPT-1/2"
NPT-3/4"
NPT-1"

  .138 - 0.315
  .197 - 0.472
  .512 - 0.709
  .748 - 1.000

S1138
S1112
S1134
S1101

1.693
1.772
2.087
2.362

100
100
50
25

2.00
2.50
5.50
9.00

.591

.591

.591

.591

S2238
S2212
S2234
S2201

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
L
L
L

SW
Wrenching Flats

inches

0.748
0.945
1.299
1.654

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

NPT-3/8"
NPT-1/2"
NPT-3/4"
NPT-1"

.079 - .236

.157 - .354

.354 - .630

.551 - .827

S1238
S1212
S1234
S1201

1.693
1.772
2.087
2.362

100
100
50
25

2.00
2.50
5.50
9.00

.591

.591

.591

.591

Cable
O.D.

Page 486

EPIC®

Connectors:
Page 258

SKINTOP®

DIX
Page 524

Plugs
Page
526

Complete the installation with:
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Color: Black (RAL 9005) UV Resistant
Gray  (RAL 7001)

Protection: 70 PSI
Seal: IP 68, 5 Bar 

(Exceeds NEMA 6/ 6P Pressure rating)

Materials:
Body: Polyamide
Bushing: CR

Locknuts: Included

Temperature range: -20O C to +80O C

Technical Data:

NOTES:
1. Orders of 2000 pieces or more per item will be bulk packaged 

unless otherwise requested.
2. UL Status:  R = Recognized; L = Listed

SKINTOP® SL: Liquid Tight, Non-Metallic Strain Relief Cable Gland with PG Threads

SKINTOP® SLR: Liquid Tight, Non-Metallic Strain Relief Cable Gland with Reducer Bushing

SKINTOP® SL/ SLR
Liquid Tight, Non-Metallic Strain Relief Cable Gland 
with PG Threads

SKINTOP® SL/ SLR is a durable, liquid tight, easy to
assemble strain relief cable gland with PG threads
that is universally suited for all types of machinery &
equipment, including automation, motion control,
process control and robotics. 

Application Advantage:
• The heavy duty SKINTOP® design provides great pullout strength 

and very reliable strain relief
• Superior integrated locking mechanism includes an internal 

ratchet for vibration proof protection
• Multi-trapezoidal thread requires just one twist to tighten
• Generous high quality neoprene bushing provides a liquid tight 

and dust proof, hermetic seal

S2107
S2109
S2111
S2113
S2116
S2121
S2129
S2136
S2142
S2148

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
R
R
L
L
L
R
L
R
L

SW
Wrenching Flats

inches

0.591
0.748
0.866
0.945
1.063
1.299
1.654
2.087
2.362
2.559

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

0.098 - 0.256
0.138 - 0.315
0.157 - 0.394
0.236 - 0.472
0.354 - 0.551
0.512 - 0.709
0.551 - 0.984
0.945 - 1.260
1.378 - 1.496
1.535 - 1.732

S1107
S1109
S1111
S1113
S1116
S1121
S1129
S1136
S1142
S1148

1.260
1.417
1.496
1.614
1.732
1.929
2.205
2.598
2.677
2.717

100
100
100
100
50
50
25
10
5
5

1.00
1.50
2.00
2.50
3.00
5.00
8.50

17.50
24.00
29.00

.315

.315

.315

.354

.394

.433

.433

.512

.512

.551

S2207
S2209
S2211
S2213
S2216
S2221
S2229
S2236
S2242
S2248

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
R
R
L
L
L
R
L
R
L

SW
Wrenching Flats

inches

0.591
0.748
0.866
0.945
1.063
1.299
1.654
2.087
2.362
2.559

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

0.059 - 0.197
0.079 - 0.236
0.079 - 0.276
0.157 - 0.354
0.236 - 0.472
0.354 - 0.630
0.433 - 0.787
0.669 - 1.024
0.866 - 1.220
1.024 - 1.378

S1207
S1209
S1211
S1213
S1216
S1221
S1229
S1236
S1242
S1248

1.260
1.417
1.496
1.614
1.732
1.929
2.205
2.598
2.677
2.717

100
100
100
100
50
50
25
10
5
5

1.00
1.50
2.00
2.50
3.00
5.00
8.50

17.50
24.00
29.00

.315

.315

.315

.354

.394

.433

.433

.512

.512

.551

Cable
O.D.

Page 486

EPIC®

Connectors:
Page 258

SKINTOP®

DIX
Page 524

Plugs
Page 526

Complete the installation with:
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Protection:                   70 PSI
Seal:                           IP 68, 5 Bar 
                                  (Exceeds NEMA 6/ 6P Pressure rating)
                                  IP 69K

Temperature range:   
Static:                         -40O C to +100O C
Dynamic:                     -20O C to +100O C
                                  

Materials:
Body: Polyamide
Bushing: CR
Locknuts: Included

Color: - Black (RAL 9005) 
  UV Resistant

    - Gray  (RAL 7001)

Technical Data:

NOTES:
1. Orders of 2000 pieces or more per item will be bulk packaged
unless otherwise requested.
2. UL Status:  R = Recognized; L = Listed

SKINTOP® SLM: Liquid Tight, Non-Metallic Strain Relief Cable Gland with Metric Threads

SKINTOP® SLRM: Liquid Tight, Non-Metallic Strain Relief Cable Gland with Reducer Bushing

SKINTOP® SLM/ SLRM
Liquid Tight, Non-Metallic Strain Relief Cable Gland 
with Metric Threads
SKINTOP® SLM/ SLRM is a durable,
liquid tight, easy to assemble strain
relief cable gland with Metric threads
that is universally suited for all types 
 of machinery & equipment, including
automation, motion control, process
control and robotics. 

Application Advantage:
• The heavy duty SKINTOP® design provides great pullout strength and very 

reliable strain relief
• Superior integrated locking mechanism includes an internal ratchet for vibration      

proof protection
• Multi-trapezoidal thread requires just one twist to tighten
• Generous high quality neoprene bushing provides a liquid tight and dust proof, 

hermetic seal
• Economical solution that covers a large clamping range with only  8 sizes

S2507
S2509
S2513
S2516
S2521
S2529
S2536
S2542

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
R
L
L
L
L
L
L

SW
Wrenching Flats

inches

0.591
0.748
0.984
1.181
1.417
1.811
2.165
2.598

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

0.138  - 0.276
0.177  - 0.394
0.276  - 0.512
0.354  - 0.669
0.433  - 0.827
0.748  - 1.102
1.063  - 1.378
1.339  - 1.772

S1507
S1509
S1513
S1516
S1521
S1529
S1536
S1542

1.181
1.339
1.457
1.575
1.850
2.047
2.441
2.795

100
100
100
50
25
10
5
5

1.00
1.50
2.50
3.50
6.00

10.50
17.50
25.50

.315

.315

.354

.394

.394

.394

.472

.472

S2607
S2609
S2613
S2616
S2621
S2629
S2636
S2642

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
R
L
L
L
L
L
L

SW
Wrenching Flats

inches

0.591
0.748
0.984
1.181
1.417
1.811
2.165
2.598

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

0.039  -  0.197
0.079  -  0.276
0.197  - 0.394
0.236  -  0.512
0.276  - 0.591
0.591  -  0.906
0.866  -  1.142
1.102  -  1.535

S1607
S1609
S1613
S1616
S1621
S1629
S1636
S1642

1.181
1.339
1.457
1.575
1.850
2.047
2.441
2.795

100
100
100
50
25
10
5
5

1.00
1.50
2.50
3.50
6.00

10.50
17.50
25.50

.315

.315

.354

.394

.394

.394

.472

.472

Cable
O.D.

Page 486

EPIC®

Connectors:
Page 258

SKINTOP®

DIX
Page 524

Plugs
Page 526

Complete the installation with:
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SKINTOP® ST-HF-M
Halogen-Free, Liquid Tight, Non-Metallic Strain Relief Cable Gland 
with Metric Threads

SKINTOP® ST-HF-M is an easy to
assemble, halogen-free, metric cable
gland for use when personal and 
property protection is a priority such 
as public buildings, underground 
railways, mass transportation 
systems, ventilation systems and
industrial plants.

Application Advantage:
• Completely halogen-free providing safe LSOH performance
• Extremely flame-retardant and self-extinguishing with no dripping
• The heavy duty SKINTOP® design provides great pullout strength and very 

reliable strain relief
• Superior integrated locking mechanism includes an internal ratchet for 

vibration proof protection
• Multi-trapezoidal thread requires just one twist to tighten

Seal: IP 68

Temperature range: -20O C to +100O C

Materials:
Body: Polyamide UL 94 V0 

halogen-free
Bushing: Halogen-free
O-Rings: Halogen-free

Color: Lt Gray (RAL 7035) 
available upon request

Technical Data:

Cable
O.D.

Page 486

EPIC®

Connectors:
Page 258

SKINTOP®

DIX
Page 524

Plugs
Page 526

Complete the installation with:

SKINTOP® ST-HF-M: Halogen-Free, Liquid Tight, Non-Metallic Strain Relief with Metric Threads

53111407
53111417
53111427
53111437
53111447

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.591
0.748
0.984
1.181
1.417

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5

.157 - .217

.177 - .354

.276 - .512

.354 - .669

.433 - .827

1.181
1.339
1.457
1.575
1.850

100
100
100
50
25

.315

.315

.354

.394

.394
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SKINTOP® CLICK/ CLICK-R
Liquid Tight, Non-Metallic Strain Relief with Quick “Click” Insertion System

SKINTOP® CLICK is an innovative cable insertion system
that provides fast, highly flexible assembly.  Easy snap in
place installation results in fixed, centered, strain relief with
maximum protection in seconds.

Recommended Applications: 
Applications where locknut installation is difficult to reach
or secure, such as dual wall enclosures and temperature
controlled assemblies where insulation is used.

Application Advantage:
• Up to 70% installation time savings due to innovative 

CLICK system
• Ideal for hard to reach dual wall enclosures and limited 

access spaces
• Reduced inventory as no locknuts are required
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Superior integrated locking mechanism includes an

internal ratchet for vibration proof protection

Color:                   Black (RAL 9005), UV Resistant
                            Gray  (RAL 7001)

Protection:           IP 68, 5 bar

Materials:
Body: Special Polyamide
Seal: Special Elastomer

Temperature range: -20O C to +100O C

Technical Data:

SKINTOP® CLICK: Liquid Tight, Non-Metallic Strain Relief with Metric Threads

53112923
53112882
53112883
53112884
53112924

Part Number
Black                      Gray

Clamping Range
øF

inches

SW1/ SW2
Wrenching Flats

inches

0.591/ 0.709
0.748/ 0.866
0.984/ 1.063
1.181/ 1.339
1.417/ 1.575

Thread Type
& Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12
M-16
M-20
M-25
M-32

UL 
Status

R
R
L
L
L

.138 - .276

.197 - .354

.276 - .512

.354 - .669

.433 - .827

53112921
53112876
53112877
53112878
53112922

1.575
1.654
1.791
1.909
2.165

50
50
25
25
25

0.315
0.315
0.315
0.315
0.315

M
Hole

inches

0.484 (-.008)
0.642 (-.008)
0.799 (-.008)
0.996 (-.008)
1.272 (-.008)

S 
Wall Thickness

inches

Part Number
Black                      Gray

Clamping Range
øF

inches

SW1/ SW2
Wrenching Flats

inches
Thread Type

& Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches
UL 

Status

M
Hole

inches

S 
Wall Thickness

inches

.039 - .157

.039 - .157

.039 - .157

.039 - .157

.039 - .157

* Includes 1 disassembly 
tool per pack

SKINTOP® CLICK-R: Liquid Tight, Non-Metallic Strain Relief with Reducer Bushing & Metric Threads

 53112929
53112885
53112886
53112887
53112931

0.591/ 0.709
0.748/ 0.866
0.984/ 1.063
1.181/ 1.339
1.417/ 1.575

M-12
M-16
M-20
M-25
M-32

R
R
L
L
L

.039 - .197

.157 - .276

.197 - .394

.236 - .512

.276 - .591

53112927
53112879
53112880
53112881
53112928

1.575
1.654
1.791
1.909
2.165

50
50
25
25
25

0.315
0.315
0.315
0.315
0.315

0.484 (-.008)
0.642 (-.008)
0.799 (-.008)
0.996 (-.008)
1.272 (-.008)

.039 - .157

.039 - .157

.039 - .157

.039 - .157

.039 - .157

UL Status:  R = Recognized; L = Listed
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Materials: 
Body: Polyamide
Bushing: CR

Color: Black (RAL 9005) UV Resistant
Gray  (RAL 7001)

Technical Data:

Protection: 70 PSI
Seal: IP 68, 5 Bar 

(Exceeds NEMA 6/ 6P Pressure rating)

Temperature Range: 
NPT& PG: -20O C to +80O C
Metric: -20O C to +100O C

Locknuts: Included with PG and Metric sizes 
NPT Locknuts are available 
see Page 498.

SKINTOP® FLEX
Liquid Tight, Non-Metallic Spiral Strain Relief
Cable Gland in NPT, PG & Metric Threads
SKINTOP® FLEX is a liquid tight, spiral strain relief that
offers additional safety against overstress and conductor
breakage.  Ideally suited for hand held equipment, moving
machinery and robotics.

Application Advantage:
• Superior bending protection for cable conservation and 

functional reliability
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Superior integrated locking mechanism includes an 

internal ratchet for vibration proof protection
• Multi-trapezoidal thread requires just one twist to tighten
• Generous high quality neoprene bushing provides a liquid 

tight and dust proof, hermetic seal

PG & NPT Metric
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SKINTOP® SLN FLEX: Liquid Tight, Non-Metallic Spiral Strain Relief Cable Gland with NPT Threads

SKINTOP® SLRN FLEX: NPT Liquid Tight, Non-Metallic Strain Relief Cable Gland with Reducer Bushing

SKINTOP® SL FLEX: Liquid Tight, Non-Metallic Spiral Strain Relief Cable Gland with PG Threads

SKINTOP® SLR FLEX: PG Liquid Tight, Non-Metallic Spiral Strain Relief Cable Gland with Reducer Bushing

NPT THREADS

PG THREADS

METRIC THREADS

SKINTOP® SL-M FLEX: Liquid Tight, Non-Metallic Spiral Strain Relief Cable Gland with Metric Threads

NOTES:
1. Orders of 2000 pieces or more per item will be bulk packaged unless otherwise requested.
2. UL Status:  R = Recognized; L = Listed

S2338
S2312
S2334

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
L
L

SW
Wrenching Flats

inches

0.748
0.945
1.299

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

NPT-3/8"
NPT-1/2"
NPT-3/4"

.138 - .315

.197 - .472

.512 - .709

S1338
S1312
S1334

3.228
4.094
5.236

100
100
50

3.00
5.50

12.00

.591

.591

.591

S2438
S2412
S2434

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
L
L

SW
Wrenching Flats

inches

0.748
0.945
1.299

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

NPT-3/8"
NPT-1/2"
NPT-3/4"

.079 - .236

.157 - .354

.354 - .630

S1438
S1412
S1434

3.228
4.094
5.236

100
50
25

3.00
5.50

12.00

.591

.591

.591

S2307
S2309
S2311
S2313
S2316
S2321

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
R
R
L
L
L

SW
Wrenching Flats

inches

0.591
0.748
0.866
0.945
1.063
1.299

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21

.098 - .256

.138 - .315

.157 - .394

.236 - .472

.354 - .551

.512 - .709

S1307
S1309
S1311
S1313
S1316
S1321

2.441
2.894
3.386
3.858
4.399
5.079

100
100
100
50
25
25

1.50
2.50
3.25
4.00
5.50

10.00

.315

.315

.315

.354

.394

.433

S2407
S2409
S2411
S2413
S2416
S2421

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
R
R
L
L
L

SW
Wrenching Flats

inches

0.591
0.748
0.866
0.945
1.063
1.299

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21

.059 - .197

.079 - .236

.079 - .276

.157 - .354

.236 - .472

.354 - .630

S1407
S1409
S1411
S1413
S1416
S1421

2.441
2.894
3.386
3.858
4.399
5.079

100
100
100
50
25
25

1.50
2.50
3.25
4.00
5.50

10.00

.315

.315

.315

.354

.394

.433

S2707
S2709
S2713
S2716
S2721

Part Number
Black Gray

UL
Status

Clamping Range
øF

inches

R
R
L
L
L

SW
Wrenching Flats

inches

0.591
0.748
0.984
1.181
1.417

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5

.138 - .276

.177 - .394

.276 - .512

.354 - .669

.433 - .827

S1707
S1709
S1713
S1716
S1721

2.520
3.386
3.976
4.921
5.866

100
100
50
25
25

1.25
2.50
4.50
8.00

12.00

.315

.315

.315

.354

.394

SKINTOP® FLEX
Liquid Tight, Non-Metallic Spiral Strain Relief
Cable Gland in NPT, PG & Metric Threads

PG & NPT Metric

      



SKINTOP® CLICK FLEX
Liquid Tight, Non-Metallic Spiral Strain Relief with 
Quick “Click” Insertion System for Additional Bending Protection
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SKINTOP® CLICK FLEX is an innovative cable insertion
system that provides fast, highly flexible assembly.  Easy
snap in place installation results in fixed, centered, strain
relief with maximum protection in seconds.

Liquid tight, spiral strain relief offers additional safety
against overstress and conductor breakage for applications
such as hand held equipment, moving machinery and
robotics.

Application Advantage:
• Up to 70% installation time savings due to innovative 

CLICK system
• Ideal for hard to reach dual wall enclosures and limited 

access spaces
• Reduced inventory as no locknuts are required
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Superior integrated locking mechanism includes an

internal ratchet for vibration proof protection

Color:                   Black (RAL 9005), UV Resistant
                            Gray  (RAL 7001)

Protection:           IP 68, 5 bar

Materials:
Body: Special Polyamide
Seal: Special Elastomer

Temperature range: -20O C to +100O C

Technical Data:

SKINTOP® CLICK FLEX: Liquid Tight, Non-Metallic Spiral Strain Relief with Metric Threads

   53112936
53112909
53112911
53112912
53112937

Part Number
Black                      Gray

Clamping Range
øF

inches

SW1/ SW2
Wrenching Flats

inches

0.591/ 0.709
0.748/ 0.866
0.984/ 1.063
1.181/ 1.339
1.417/ 1.575

Thread
Type & Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12
M-16
M-20
M-25
M-32

UL
Status

R
R
L
L
L

.138 - .276

.197 - .354

.276 - .512

.354 - .669

.433 - .827

53112934
53112906
53112907
53112908
53112935

2.913
3.701
4.252
5.000
6.102

50
50
25
25
25

0.315
0.315
0.315
0.315
0.315

M
Hole

inches

0.484 (-.008)
0.642 (-.008)
0.799 (-.008)
0.996 (-.008)
1.272 (-.008)

S 
Wall Thickness

inches

.039 - .157

.039 - .157

.039 - .157

.039 - .157

.039 - .157

* Includes 1 disassembly 
tool per pack

UL Status:  R = Recognized; L = Listed
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SKINTOP® BT/ BT-M
Liquid Tight, Non-Metallic Strain Relief 
Bell Shaped Cable Gland in PG & Metric Threads

The SKINTOP® BT/ BT-M bell-shape provides protection
against excessive bending of flexible cables and wires
such as hand-held equipment, flexing machine parts and
apparatus engineering.

Application Advantage:
• Excellent bending protection for cable protection and 

functional reliability
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Superior integrated locking mechanism includes an

internal ratchet for vibration proof protection
• Multi-trapezoidal thread requires just one twist to tighten

Color: Gray  (RAL 7001)

Protection: IP 68

Materials:
Body: Polyamide
Seal: CR

Temperature range: 
BT: -20O C to +80O C
BT-M: -20O C to +100O C

Technical Data:

SKINTOP® BT: Liquid Tight, Non-Metallic Strain Relief with PG Threads

53015410
53015420
53015430
53015440
53015450

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.75
0.87
0.94
1.06
1.30

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-9
PG-11
PG-13
PG-16
PG-21

.14 - .31

.16 - .39

.20 - .47

.35 - .55

.51 - .71

1.69
1.88
2.05
2.20
2.54

100
100
50
50
50

0.31
0.31
0.35
0.39
0.43

SKINTOP® BT-M: Liquid Tight, Non-Metallic Strain Relief with Metric Threads

53017420
53017430
53017440

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.75
0.94
1.06

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-16x1.5
M-20x1.5
M-25X1.5

.14 - .31

.20 - .47

.35 - .55 

1.77
2.13
2.24

100
50
50

0.47
0.51
0.51

BT BT-M
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Materials:
Body: Special Polyamide
Seal: Special Elastomer

Color: - Black (RAL 9005)
UV Resistant

- Blue (RAL 5015)

Locknut: Not Permitted

Technical Data:
Protection: IP 68*

Temperature range: -20O C to +80O C

* Approval Pending

SKINTOP® ATEX K-M/ KR-M 
Liquid Tight, Non-Metallic Cable Gland according to ATEX 
for Hazardous Areas with Metric Threads

SKINTOP® ATEX K-M and SKINTOP® ATEX KR-M were
developed for use in areas with risk of explosion and
cables used with fail-safe circuits in housings and devices
which require class “e” security.  SKINTOP® ATEX K-M and
SKINTOP® ATEX KR-M are recommended for use in the
chemical and petrochemical industry, mobile offshore and
marine applications.

SKINTOP® ATEX KR-M is equipped with a reducer bushing
to seal cables with a smaller outer diameter . 

Application Advantage:
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Superior integrated locking mechanism includes an 

internal ratchet for vibration proof protection
• Multi-trapezoidal thread requires just one twist to tighten
• Equipment Group II, Category 2G + 1D

SKINTOP® KR-M: Special Cable Gland According to ATEX with Reducer Bushing & Metric Threads

SKINTOP® K-M: Special Cable Gland According to ATEX with Metric Threads

54115200
54115210
54115220
54115230
54115240
54115250
54115260
54115270

Part Number
Black Blue

Clamping Range
øF

inches

SW
Wrenching Flats

inches

0.591
0.748
0.984
1.181
1.417
1.811
2.165
2.598

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

0.118  - 0.217
0.276  - 0.354
0.276  - 0.512
0.433  - 0.669
0.472  - 0.827
0.748  - 1.102
1.063  - 1.378
1.417  - 1.772

54115400
54115410
54115420
54115430
54115440
54115450
54115460
54115470

1.043
1.142
1.339
1.378
1.535
1.693
2.126
2.323

50
50
50
25
25
10
5
5

.315

.315

.354

.394

.394

.394

.472

.472

54115205
54115215
54115225
54115235
54115245
54115255
54115265
54115275

Part Number
Black Blue

Clamping Range
øF

inches

SW
Wrenching Flats

inches

0.591
0.748
0.984
1.181
1.417
1.811
2.165
2.598

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

0.079  - 0.157
0.157  - 0.236
0.197  - 0.394
0.236  - 0.512
0.354  - 0.591
0.630  - 0.906
0.866  - 1.142
1.142  - 1.535

54115405
54115415
54115425
54115435
54115445
54115455
54115465
54115475

1.043
1.142
1.339
1.378
1.535
1.693
2.126
2.323

50
50
50
25
25
10
5
5

.315

.315

.354

.394

.394

.394

.472

.472
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Materials: 
Body: Polyamide
Bushing: CR

Color: Black  (RAL 9005) UV Resistant
    Gray   (RAL 7001)

Technical Data:

Seal:                           IP 68, 5 Bar

Temperature range:   -20O C to +100O C

Locknut included

SRW Right Angle Gland: 90O Elbow Cable Cable Gland with PG Threads

SRW-R Right Angle Gland: 90O Elbow Cable Gland with Reducer Bushing & PG Threads

SRW Right Angle Gland
Liquid Tight, Non-Metallic 90O Elbow Cable Gland with PG Threads

SRW Right Angle Gland is a liquid tight, easy to assemble
90° strain relief cable gland with a PG thread. 

Application Advantage:
• The right angle gland is ideal wherever cables run 

parallel to the housing wall
• Oil and chemical resistant
• Provides IP 54 protection

R2107
R2109
R2111
R2113
R2116
R2121
R2129

Part Number
Black Gray

Clamping Range
øF

inches

SW
Wrenching Flats

inches

0.6
0.7
0.9
0.9
1.1
1.3
1.7

Thread Type &
Size

C
Overall Length

inches

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.157  -  0.315

.197  -  0.394

.236  -  0.472

.394  -  0.551

.472  -  0.669

.630  -  0.827

.787  - 1.102

R1107
R1109
R1111
R1113
R1116
R1121
R1129

1.516
1.850
2.008
2.154
2.421
2.795
3.346

.315

.315

.315

.354

.394

.433

.433

R2207
R2209
R2211
R2213
R2216
R2221
R2229

Part Number
Black Gray

Clamping Range
øF

inches

SW
Wrenching Flats

inches

0.6
0.7
0.9
0.9
1.1
1.3
1.7

Thread Type &
Size

C
Overall Length

inches

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.079 - .236

.118 - .276

.197 - .354

.276 - .472

.315 - .472

.472 - .630

.630 - .827

R1207
R1209
R1211
R1213
R1216
R1221
R1229

1.516
1.850
2.008
2.154
2.421
2.795
3.346

.315

.315

.315

.354

.394

.433

.433
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SKINTOP® GMP-GL: PG Nylon Locknuts

SKINTOP® GMP-GL: NPT Nylon Locknuts

SKINTOP® GMP-GL: Metric Nylon Locknuts

* NPT Locknuts- Black only

SKINTOP® GMP-GL
Hexagonal Locknuts for NPT, PG & Metric Connectors

Designed for use with SKINTOP® cable glands
with NPT, PG and Metric Threads

Halogen-free metric locknuts are also available.

911370
911371
911372
911373

Part Number
SW

Wrenching Flats
inches

0.866
1.063
1.417
1.654

Thread Type &
Size

B 
Nut Thickness

inches

Standard
Pack
Size

Weight 
100 pcs.

lbs.

NPT-3/8"
NPT-1/2"
NPT-3/4"
NPT-1"

.198”

.236”

.276”

.276”

100
100
50
50

0.05
0.05
1.00
1.50

53019200
53019210
53019220
53019230
53019240
53019250
53019260
53019270
53019280
53019290

Part Number
Black Gray

SW
Wrenching Flats

inches

0.748
0.866
0.945
1.063
1.181
1.417
1.811
2.362
2.559
2.756

Thread Type &
Size

B 
Nut 

Thickness

Standard
Pack
Size

Weight 
100 pcs.

lbs.

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

53019000
53019010
53019020
53019030
53019040
53019050
53019060
53019070
53019080
53019090

.197

.197

.197

.236

.236

.276

.276

.315

.315

.315

100
100
100
100
100
50
50
25
25
25

0.25
0.50
0.50
0.50
0.75
1.00
1.50
3.25
3.25
3.50

53119100
53119110
53119120
53119130
53119140
53119150
53119160
53119170

Part Number
Light Gray 

Black Gray Halogen Free

SW
Wrenching Flats

inches

0.669
0.866
1.063
1.339
1.614
1.969
2.362
2.953

Thread Type &
Size

B 
Nut 

Thickness

Standard
Pack
Size

Weight 
100 pcs.

lbs.

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

53119000
53119010
53119020
53119030
53119040
53119050
53119060
53119070

53119200
53119210
53119220
53119230
53119240

-
-
-

.197

.197

.236

.236

.276

.276

.315

.315

100
100
100
100
100
25
25
25

0.25
0.50
0.50
0.75
1.25
1.75
2.00
3.00

Materials: Polyamide, glass fiber reinforced
Halogen-Free: Polyamide UL 94 V0

Color: Black (RAL 9005) UV Resistant
Gray (RAL 7001)
Light Gray (RAL 7035) Halogen-Free

Temperature range: -20O C to +100O C

Technical Data:

Metric
Only

       



499Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

Materials:
Body: Nickel-Plated Brass
Insert: Polyamide
Bushing: CR
O-Ring: Perbunan (NBR)

Technical Data:
Protection: IP 68, 5 Bar 

(Exceeds NEMA 6/ 6P Pressure rating)

Temperature Range: -30O C to +100O C

Locknuts: Add NPT Metal Locknuts, see Page 522

SKINTOP® MS-NPT: Liquid Tight, Metallic Strain Relief Cable Gland with NPT Threads

SKINTOP® MSR-NPT: NPT Liquid Tight, Metallic Strain Relief Cable Gland with Reducer Bushing

SKINTOP® MS-NPT/ MSR-NPT
Liquid Tight, Metallic Strain Relief Cable Gland with NPT Threads

SKINTOP® MS-NPT/ MSR-NPT is a superior quality, liquid
tight, metallic cable gland intended for applications where
ruggedness and durability are required.  These cable
glands are suitable for a wide range of applications from
manufacturing machinery to measurement and control
equipment, including automation and robotics.

Application Advantage:
• Suitable for use in areas with high demands on special 

mechanical and chemical stability
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Extended temperature range due to the nickel-plated 

brass body
• Generous high quality neoprene bushing and perbunan 

o-ring provide a liquid tight and dust proof, hermetic seal

53112004
53112014
53112024
53112034
53112044
53112054
53112064
53112074

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.630
0.787
0.945
1.142
1.417
1.772
2.126
2.638

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

NPT-1/4"
NPT-3/8"
NPT-1/2"
NPT-3/4"
NPT-1"
NPT-1-1/4"
NPT-1-1/2"
NPT-2"

0.138 - 0.276
0.177 - 0.394
0.276 - 0.512
0.354 - 0.669
0.433 - 0.827
0.748 - 1.102
1.063 - 1.378
1.339 - 1.772

1.417
1.563
1.673
1.752
1.929
2.264
2.421
2.500

100
100
50
25
25
10
5
5

.591

.591

.591

.591

.591

.669

.669

.669

53112006
53112016
53112026
53112036
53112046
53112056
53112066
53112076

0.630
0.787
0.945
1.142
1.417
1.772
2.126
2.638

NPT-1/4"
NPT-3/8"
NPT-1/2"
NPT-3/4"
NPT-1"
NPT-1-1/4"
NPT-1-1/2"
NPT-2"

0.039  - 0.197
0.079  - 0.276
0.197  - 0.394
0.236  - 0.512
0.276  - 0.591
0.591  - 0.906
0.866  - 1.142
1.102  - 1.535

1.417
1.563
1.673
1.752
1.929
2.264
2.421
2.500

100
100
50
25
25
10
5
5

.591

.591

.591

.591

.591

.669

.669

.669

Cable
O.D.

Page 486

EPIC®

Connectors:
Page 258

SKINTOP®

DIX
Page 524

Plugs
Page 526

Complete the installation with:

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches
Thread Type &

Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

       



500 Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

SKINTOP® MS: Liquid Tight, Metallic Strain Relief Cable Gland with PG Threads

SKINTOP® MSR: Liquid Tight, Metallic Strain Relief Cable Gland with Reducer Bushing & PG Threads

SKINTOP® MS/ MSR
Liquid Tight, Metallic Strain Relief Cable Gland with PG Threads

SKINTOP® MS/ MSR is a superior quality, liquid tight,
metallic cable gland intended for applications where
ruggedness and durability are required.  These cable
glands are suitable for a wide range of applications from
manufacturing machinery to measurement and control
equipment, including automation and robotics.

Application Advantage:
• Suitable for use in areas with high demands on special 

mechanical and chemical stability
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Extended temperature range due to the nickel-plated 

brass body
• Generous high quality neoprene bushing and perbunan 

o-ring provide a liquid tight and dust proof, hermetic seal

Technical Data:
Materials:
Body: Nickel-Plated Brass
Insert: Polyamide
Bushing: CR
O-Ring: Perbunan (NBR)

Protection: IP 68, 5 Bar 
(Exceeds NEMA 6/ 6P Pressure rating)
when used with o-ring

Temperature Range: -30O C to +100O C

Locknuts: Add SM Locknuts, see Page 522

52015700
52015710
52015720
52015730
52015740
52015750
52015760
52015765
52015766
52015767

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.551
0.669
0.787
0.866
0.945
1.181
1.575
1.969
2.244
2.520

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

0.079 - 0.256
0.157 - 0.315
0.157 - 0.394
0.197 - 0.472
0.315 - 0.551
0.433 - 0.709
0.630 - 0.984
0.748 - 1.260
1.102 - 1.496
1.339 - 1.732

0.984
1.142
1.260
1.339
1.378
1.575
1.890
2.441
2.441
2.441

100
100
50
50
50
25
25
10
5
5

.197

.236

.236

.256

.256

.276

.315

.591

.591

.591

52015770
52015780
52015790
52015800
52015810
52015820
52015830
52015831
52015832
52015833

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

.551

.669

.787

.866

.945
1.181
1.575
1.969
2.244
2.520

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

0.079 - 0.197
0.079 - 0.236
0.118 - 0.276
0.157 - 0.354
0.236 - 0.512
0.315 - 0.630
0.413 - 0.787
0.748 - 1.024
0.945 - 1.220
1.102 - 1.378

0.984
1.142
1.260
1.339
1.378
1.575
1.890
2.441
2.441
2.441

100
100
50
50
50
25
25
10
5
5

.197

.236

.236

.256

.256

.276

.315

.591

.591

.591

Cable
O.D.

Page 486

EPIC®

Connectors:
Page 258

SKINTOP®

DIX
Page 524

Plugs
Page 526

Complete the installation with:

      



501Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

SKINTOP® MS-XL: Liquid Tight, Metallic Strain Relief Cable Gland with Extended PG Threads

SKINTOP® MSR-XL: Liquid Tight, Metallic Cable Gland with Reducer Bushing & Extended PG Threads

SKINTOP® MS-XL/ MSR-XL
Liquid Tight, Metallic Strain Relief Cable Gland with Extended PG Threads

SKINTOP® MS-XL/ MSR-XL is a superior quality, liquid
tight, metallic cable gland intended for applications where
ruggedness, durability and long threads are required.
These cable glands are suitable for a wide range of 
applications from manufacturing machinery to measure-
ment and control equipment, including automation and
robotics.

Application Advantage:
• Ideal for heavy wall applications or for use with locknuts 

where tapped holes cannot be provided
• Suitable for use in areas with high demands on special 

mechanical and chemical stability
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Extended temperature range due to the nickel-plated 

brass body
• Generous high quality neoprene bushing and perbunan 

o-ring provide a liquid tight and dust proof, hermetic seal

Technical Data:

Materials:
Body: Nickel-Plated Brass
Insert: Polyamide
Bushing: CR 
O-Ring: Perbunan (NBR)

Protection: 70 PSI
Seal: IP 68, 5 Bar 

(Exceeds NEMA 6/ 6P Pressure rating)
when used with o-ring

Temperature Range: -30O C to +100O C

Locknuts:   Add SM Locknuts, see Page 522

52115770
52115780
52115790
52115800
52115810
52115820
52115830

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.551
0.669
0.787
0.866
0.945
1.181
1.575

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.079 - .197

.079 - .236

.118 - .276

.157 - .354

.236 - .512

.315 - .630

.413 - .787

1.260
1.378
1.496
1.555
1.594
1.772
2.047

100
100
50
50
50
25
25

.472

.472

.472

.472

.472

.472

.591

52115700
52115710
52115720
52115730
52115740
52115750
52115760

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.551
0.669
0.787
0.866
0.945
1.181
1.575

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.079 - .256

.157 - .315

.157 - .394

.197 - .472

.315 - .551

.433 - .709

.630 - .984

1.260
1.378
1.496
1.555
1.594
1.772
2.047

100
100
50
50
50
25
25

.472

.472

.472

.472

.472

.472

.591

SKINTOP®

DIX
Page 524

Plugs
Page 526

Complete the installation with:

      



502 Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

SKINTOP® MS-M: Liquid Tight, Metallic Strain Relief Cable Gland with Metric Threads

SKINTOP® MSR-M: Liquid Tight, Metallic Strain Relief Cable Gland with Reducer Bushing & Metric Threads

SKINTOP® MS-M/ MSR-M
Liquid Tight, Metallic Strain Relief Cable Gland in Metric Sizes 
to Meet the European Union Standards

SKINTOP® MS-M/ MSR-M is a superior quality, liquid tight,
metallic cable gland intended for applications where
ruggedness and durability are required.  These cable
glands are suitable for a wide range of applications from
manufacturing machinery to measurement and control
equipment, including automation and robotics.

Application Advantage:
• Suitable for use in areas with high demands on special 

mechanical and chemical stability
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Extended temperature range due to the nickel-plated 

brass body
• Generous high quality neoprene bushing and perbunan 

o-ring provide a liquid tight and dust proof, hermetic seal

Technical Data:
Materials:
Body: Nickel-Plated Brass
Insert: Polyamide
Bushing: CR 
O-Ring: Perbunan (NBR)

Protection:                   70 PSI 
Seal:                           IP 68, 10 Bar 
                                  (Exceeds NEMA 6/ 6P Pressure rating)
                                  IP 69K

Temperature Range: -30O C to +100O C

Locknuts:                     Add SM-M Locknuts, see Page 522

53112100
53112110
53112120
53112130
53112140
53112150
53112160
53112170
53112511

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.630
0.787
0.945
1.142
1.417
1.772
2.126
2.638
3.740

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5
M-75X1.5

0.039 - 0.197
0.079 - 0.276
0.197 - 0.394
0.236 - 0.512
0.276 - 0.591
0.591 - 0.906
0.866 - 1.142
1.102 - 1.535
2.087 - 2.480

1.043
1.299
1.457
1.516
1.791
1.890
2.185
2.638
4.134

100
100
50
25
25
10
5
5
1

.256

.276

.315

.315

.354

.354

.394

.591

.591

53112000
53112010
53112020
53112030
53112040
53112050
53112060
53112070
53112080
53112510

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.630
0.787
0.945
1.142
1.417
1.772
2.126
2.638
2.953
3.740

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5
M-75X1.5
M-75X1.5

0.138 - 0.276
0.177 - 0.394
0.276 - 0.512
0.354 - 0.669
0.433 - 0.827
0.748 - 1.102
1.063 - 1.378
1.339 - 1.772
1.732 - 2.165
2.283 - 2.677

1.043
1.299
1.457
1.516
1.791
1.890
2.185
2.638
2.579
4.134

100
100
50
25
25
10
5
5
5
1

.256

.276

.315

.315

.354

.354

.394

.591

.591

.591

Cable
O.D.

Page 486

EPIC®

Connectors:
Page 258

SKINTOP®

DIX
Page 524

Plugs
Page 526

Complete the installation with:



503Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

SKINTOP® MS-M-XL: Liquid Tight, Metallic Cable Gland with Extended Metric Threads

SKINTOP® MSR-M-XL: Liquid Tight, Metallic Cable Gland with Extended Metric Threads & Reducer Bushing

SKINTOP® MS-M-XL/ MSR-M-XL
Liquid Tight, Metallic Strain Relief Cable Gland 
with Extended Metric Threads

SKINTOP® MS-M-XL, MSR-M-XL and MS-M-63 PLUS are
superior quality, liquid tight, metallic cable gland intended
for applications where ruggedness, durability and long
threads are required.  

SKINTOP® MS-M-63 PLUS provides a clamping range of
44 to 55 mm, which was not achievable before, while
maintaining the protection, stability and safety of a strain
relief cable gland.

Application Advantage:
• Ideal for heavy wall applications or for use with locknuts 

where tapped holes cannot be provided
• Suitable for use in areas with high demands on special 

mechanical and chemical stability
• The heavy duty SKINTOP® design provides great pullout 

strength and very reliable strain relief
• Extended temperature range due to the nickel-plated 

brass body
• Generous high quality neoprene bushing and perbunan 

o-ring provide a liquid tight and dust proof, hermetic seal

Technical Data:
Materials: 
Body: Nickel-Plated Brass
Insert: Polyamide
Bushing: CR 
O-Ring: Perbunan (NBR)

Protection: 70 PSI
Seal: IP 68, 5 Bar 

(Exceeds NEMA 6/ 6P Pressure rating)

Temperature Range: -30O C to +100O C

Locknuts: Add SM-M Locknuts, see Page 522

SKINTOP® MS-M-63 Plus: Liquid Tight, Metallic Cable Gland with Extended Metric Threads

53112005
53112015
53112025
53112035
53112045
53112055
53112065

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.630
0.787
0.945
1.142
1.417
1.772
2.126

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5

0.138 - 0.276
0.177 - 0.394
0.276 - 0.512
0.354 - 0.669
0.433 - 0.827
0.748 - 1.102
1.063 - 1.378

1.291
1.457
1.555
1.634
1.898
2.106
2.244

100
50
50
25
25
10
5

.472

.472

.472

.472

.591

.591

.591

53112080

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

2.953

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-63X1.5 1.732 - 2.165 2.579 5.591

53112105
53112115
53112125
53112135
53112145
53112155
53112165

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.630
0.787
0.945
1.142
1.417
1.772
2.126

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5

.039  - .197

.079  - .276

.197  - .394

.236  - .512

.276  - .591

.591  - .906
.866 - 1.142

1.291
1.457
1.555
1.634
1.898
2.106
2.244

100
50
50
25
25
10
5

.472

.472

.472

.472

.591

.591

.591

SKINTOP®

DIX
Page 524

Plugs
Page 526

Complete the installation with:

        



504 Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

SKINTOP® MS-SC is uniquely designed to address EMC
considerations with its simplified grounding feature.  In a
few easy steps, the cable is grounded, strain relieved and
sealed from moisture and dust in accordance with IP 68.
The cable gland's contact springs establish a continuous
electrical path from the shield of the cable to equipment
ground, creating a secure shield connection. 

Application Advantage:
• Optimal EMC protection
• Suitable for braid shielded cable
• Minimal assembly steps
• The contact spring's unique design can accept cable 

diameters with wide dimensional tolerances
• Available in both standard and long length threads for 

heavy-wall applications

SKINTOP® MS-SC/ MS-SCL
Liquid Tight, Metallic Strain Relief for EMC Shielding
Cable Gland with NPT, PG & Metric Threads

Materials:
Body: Nickel-Plated Brass
Insert: Polyamide
Bushing: CR 
O-Ring: Perbunan (NBR)

Technical Data:
Seal: IP 68, 5 Bar * 

(Exceeds NEMA 6/ 6P Pressure rating)

Temperature Range: -30O C to +100O C

Locknuts: Add SM-PE Locknuts, see Page 523

For standard contacting

For thin wires without an inner sheath

When routing the cable screen to another connection

PG & NPT Metric

* when used with o-ring

       



505Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

SKINTOP® MS-SC: Liquid Tight, Metallic Strain Relief Cable Gland with PG Threads

SKINTOP® MS-SCL: Liquid Tight, Metallic Strain Relief Cable Gland with Extended PG Threads

SKINTOP® MS-SC-M: Liquid-Tight, Metallic Strain Relief Cable Gland with Metric Threads

SKINTOP® MS-SC-M-XL: Liquid-Tight, Metallic Strain Relief Cable Gland with Extended Metric Threads

PG THREADS (not UL)

METRIC THREADS

SKINTOP® MS-SC: Liquid Tight, Metallic Strain Relief Cable Gland with NPT Threads
NPT THREADS

53112910
53112920
53112930
53112940
53112950
53112960

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.787
0.945
1.535
1.417
1.772
2.126

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

NPT-3/8”
NPT-1/2”
NPT-3/4”
NPT-1”
NPT-1-1/4”
NPT-1-1/2”

0.177 - 0.354
0.276 - 0.492
0.354 - 0.650
0.433 - 0.827
0.748 - 1.102
1.063 - 1.375

1.563
1.673
1.752
1.929
2.264
2.126

100
50
25
25
10
5

.591

.591

.591

.669

.669

.669

53112210
53112220
53112230
53112240
53112250
53112260
53112270

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.669
0.787
0.866
0.945
1.181
1.575
1.969

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36

.118  - 0.315

.157  - 0.394

.197  - 0.472

.315  - 0.551

.433  - 0.689

.630  - 0.984

.748 - 1.260

1.142
1.260
1.339
1.378
1.575
1.890
2.441

50
50
25
25
25
10
5

.236

.236

.256

.256

.276

.315

.591

Min ø above
braiding

.157

.157

.157

.236

.315

.512

.630

53112310
53112320
53112330
53112340
53112350
53112360

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.669
0.787
0.866
0.945
1.181
1.575

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.118 - .315
.157 - .394
.197 - .472
.315 - .551
.433 - .689
.630 - .984

1.378
1.496
1.555
1.594
1.772
2.047

50
50
25
25
25
10

.472

.472

.472

.472

.472

.591

Min ø above
braiding

.157

.157

.157

.236

.315

.512

53112610
53112620
53112630
53112640
53112650
53112660
53112670

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.630
0.787
0.945
1.142
1.417
1.772
2.126

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5

0.138 - 0.276
0.177 - 0.354
0.276 - 0.492
0.354 - 0.650
0.433 - 0.827
0.748 - 1.102
1.063 - 1.378

1.043
1.299
1.457
1.516
1.791
1.890
2.185

50
50
25
25
25
10
5

.256

.276

.315

.315

.354

.354

.394

53112625
53112635
53112645
53112655
53112665
53112675

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.787
0.945
1.142
1.417
1.772
2.126

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5

0.177 - 0.354
0.276 - 0.492
0.354 - 0.650
0.433 - 0.827
0.748 - 1.102
1.063 - 1.378

1.496
1.614
1.673
2.028
2.126
2.382

50
25
25
25
10
5

.472

.472

.472

.591

.591

.591

SKINTOP® MS-SC/ MS-SCL
Liquid Tight, Metallic Strain Relief for EMC Shielding
Cable Gland with NPT, PG & Metric Threads

PG & NPT Metric
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SKINTOP® MS-M BRUSH
Liquid Tight, Metallic Strain Relief for EMC Shielding Applications 
Easy to Assemble, Cable Gland with Metric Threads 
The SKINTOP® MS-M BRUSH provides centered, fixed strain
relief with a liquid tight and dust proof seal (IP68), all in one 
step.  Simply insert the cable, push the screen braid under the
innovative EMC brush, tighten and the connection is made.  

The SKINTOP® MS-M BRUSH Plus sizes offers extra large 
clamping ranges.

Application Advantage:
• Faster, easier, reliable screen contact
• Maximum assembly and adjustment possibilities
• 360° contact area allows for optimal low-resistance 

current return ground path

Technical Data:

Materials:
Body: Nickel-Plated Brass
Insert: Polyamide
Bushing: Special Elastomer
O-Ring: Special Elastomer

Seal:                           IP 68, 5 Bar 
                                  (Exceeds NEMA 6/ 6P Pressure rating) 

Temperature Range: -30O C to +100O C

53112676
53112677
53112678
53112679
53112680
53112681
53112501
53112500
53112503
53112505
53112504

Part Number Clamping Range
inches

SW
Wrenching Flats

inches

1.142
1.417
1.772
2.126
2.638
2.953
3.740
3.740
4.528
5.315
5.315

Minimum ø above
braiding
inches

0.236
0.315
0.394
0.551
0.787
0.984
1.378
1.378
1.772
2.165
2.165

Thread Type & Size
Standard

Pack
Size

Thread Length
inches

M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5
M-63X1.5, plus
M-75X1.5
M-75X1.5, plus
M-90X2.0
M-110X2.0
M-110X2.0, plus

0.354 - 0.669
0.433 - 0.827
0.748 - 1.102
1.063 - 1.378
1.339 - 1.772
1.732 - 2.165
2.087 - 2.480
2.283 - 2.677
2.598 - 3.071
2.992 - 3.465
3.386 - 3.858

10
1
1
1
1
1
1
1
1
1
1

0.315
0.354
0.354
0.394
0.591
0.591
0.591
0.591
0.787
0.984
0.984

SKINTOP® MS-M BRUSH: Liquid Tight, Metallic Strain Relief for EMC Shielding Applications

Please note: 
*UL and VDE approvals pending on sizes M90X1.5 to M110X2.0

SPECIAL FEATURES
SKINTOP® sizes M75X1.5 to M110X2.0 feature the innovative,
double lamella gasket for easier assembling of cables with
larger diameters



507Available from MARYLAND METRICS (800)638-1830 email: sales@mdmetric.com

Technical Data:

Materials: 
Body: Nickel-Plated Brass
Insert: Polyamide
Bushing: CR 
O-Ring: Perbunan (NBR)

Seal:                           IP 68, 10 Bar 
                                  (Exceeds NEMA 6/ 6P Pressure rating) 
                                  when used with o-ring

Temperature Range: -30O C to +90O C

Locknuts:                 Not Permitted

SKINTOP® MSR-M ATEX: Liquid Tight, Metallic Cable Gland with Reducer Bushing & Metric Threads

SKINTOP® MS-M/ MSR-M ATEX
Liquid Tight, Metallic Cable Glands according to ATEX 
for Hazardous Areas with Metric Threads
SKINTOP® MS-M ATEX and MSR-M ATEX were developed for use
in areas with risk of explosion and for cables used with fail-safe 
circuits in housings and devices which require class “e” security.
SKINTOP® MS-M ATEX and MSR-M ATEX are recommended for
use in the chemical and petrochemical industry, mobile offshore and
marine applications.  SKINTOP® MSR-M ATEX is equipped with a
reducer bushing to seal cables with a smaller outer diameter. 

SKINTOP® MS-M-63 Plus ATEX provides a clamping range of 44 to
55 mm, which was not achievable before, while maintaining the 
protection, stability and safety of a strain relief cable gland.

Application Advantage:
• The heavy duty SKINTOP® design provides  

great pull out strength and very reliable strain 
relief

• Superior integrated locking mechanism includes 
an internal ratchet for vibration proof protection

• Multi-trapezoidal thread requires just one twist 
to tighten

• Equipment Group II, Category 2G + 1D

SKINTOP® MS-M ATEX: Liquid Tight, Metallic Cable Gland with Metric Threads

SKINTOP® MS-M-63 Plus ATEX: Liquid Tight, Metallic Cable Gland with Metric Threads

53112700
53112710
53112720
53112730
53112740
53112750
53112760
53112770

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.630
0.787
0.945
1.142
1.417
1.772
2.126
2.638

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

0.118 - 0.276
0.177 - 0.394
0.276 - 0 512
0.354 - 0.669
0.433 - 0.827
0.748 - 1.102
1.024 - 1.378
1.339 - 1.772

1.043
1.299
1.457
1.516
1.791
1.890
2.185
2.638

100
100
50
25
25
10
5
5

.256

.276

.315

.315

.354

.354

.394

.591

53112779

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

2.953

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-63X1.5 1.732 - 2.165 2.579 1.591

53112705
53112715
53112725
53112735
53112745
53112755
53112765
53112775

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.630
0.787
0.945
1.142
1.417
1.772
2.126
2.638

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

0.079 - 0.197
0.157 - 0.276
0.197 - 0.394
0.236 - 0.512
0.276 - 0.591
0.630 - 0.906
0.748 - 1.142
1.260 - 1.535

1.043
1.299
1.457
1.516
1.791
1.890
2.185
2.638

100
100
50
25
25
10
5
5

.256

.276

.315

.315

.354

.354

.394

.591
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Cable Gland for Dangerous and/or
Explosive Areas
For Use with Corrugated and Continuously Welded Armor Cable 
The unique design of this cable gland of fers a complete
gas block and explosion proof seal for the termination of 
continuous corrugated and interlocked armor cables in
hazardous locations.

Recommended Applications: 
Extreme offshore and onshore environments that require
Class I, Div. 1 and Class I, Div. 2 protection.

Application Advantage:
• Easy, fast and safe method for installation
• Additional integral deluge proof seal for protection in 

extreme offshore and onshore environments
• Independent sealing and armor clamping
• True 360 grounding
• Superior pullout strength
• Compact, slim profile
• Supplied with epoxy sealing compound
• Disconnectable design

Aluminum
Part Number

61U10000
61U10001
61U10002
61U10003
61U10004
61U10005
61U10006
61U10007
61U10008
61U10009
61U10010
61U10011
61U10012

Nickel Plated
Brass

Part Number

61U10013
61U10014
61U10015
61U10016
61U10017
61U10018
61U10019
61U10020
61U10021
61U10022
61U10023
61U10024
61U10025

Stainless Steel
Part Number

61U10026
61U10027
61U10028
61U10029
61U10030
61U10031
61U10032
61U10033
61U10034
61U10035
61U10036
61U10037
61U10038

A
NPT

NPT-1/2”
NPT-1/2”
NPT-3/4”
NPT-1”
NPT-1-1/4”
NPT-1-1/2”
NPT-2”
NPT-2”
NPT-2-1/2”
NPT-2-1/2”
NPT-3”
NPT-3-1/2”
NPT-4”

B 
Min. Thread Length

0.590
0.590
0.590
0.630
0.630
0.630
0.630
0.630
0.900
0.900
0.980
1.437
1.437

End Stop In
Min. - Max.

-
-

0.591 - 0.756
0.825 - 0.969
1.083 - 1.228
1.320 - 1.461
1.508 - 1.677
1.772 - 1.933
2.052 - 2.161
2.247 - 2.406
2.543 - 2.776
2.913 - 3.291

-

End Stop Out
Min. - Max.

0.342 - 0.503
0.510 - 0.669
0.756 - 0.917
0.969 - 1.150
1.228 - 1.386
1.461 - 1.618
1.677 - 1.854
1.933 - 2.087
2.161 - 2.320
2.406 - 2.545
2.776 - 2.965
3.291 - 3.485
3.500 - 4.020

D
Cable Jacket 

Diameter

0.354 - 0.547
0.550 - 0.787
0.669 - 1.035
0.910 - 1.268
1.161 - 1.504
1.402 - 1.736
1.579 - 2.008
1.858 - 2.205
2.079 - 2.441
2.327 - 2.677
2.622 - 3.126
2.992 - 3.827
3.700 - 4.220

E
Nominal Assembled

Length

2.20
2.20
2.20
2.24
2.24
2.37
2.60
2.81
2.88
2.88
3.92
4.61
7.66

F
Overall

Diameter

1.31
1.57
1.79
2.18
2.40
2.62
3.06
3.28
3.49
3.71
4.80
5.82
5.84

Entry Thread C 
Cable Armor Diameter

Technical Data:

Materials:
Body: Aluminum

Nickel Plated
Stainless Steel

Seal: Epoxy Resin Barrier 
Compound

Temperature Range: -60O C to +130O C

Protection: IP 66

NEC - Class 1 Div. 1 & 2 Groups A, B, C, D
- Class II Div. 1 & 2 Groups E, F, G
- Class III Div. 1 & 2 - Class 1 Zone 1 
AExd IIC

CEC - Class 1 Div. 1 & 2 Groups A, B, C, D
- Class II Div. 1 & 2 Groups E, F, G
- Class III Div. 1 & 2 - Class 1 Zone 1 

Exd IIC

Enclosure Types: NEMA 3, 4 and 4X
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SKINDICHT® CN: Chromium-Nickel Steel Cable Gland with PG Threads

SKINDICHT® CN-M: Chromium-Nickel Steel Cable Gland with Metric Threads

SKINDICHT® CN/ CN-M
Chromium-Nickel Steel Cable Gland
with PG and Metric Threads

SKINDICHT® CN/CN-M is a high quality, chromium-
nickel steel cable gland that is able to withstand extreme 
temperatures.  This gland is ideal for harsh environments
including pharmaceutical, petrochemical industry and 
offshore applications.

Application Advantage:
• Suitable for use in temperatures up to +200 °C/392°F 
• Highly resistant to acids, caustics and aggressive 

solvents

Technical Data:

Materials:
Body: Chrome Nickel Steel in 

accordance with DIN, 
material no. 1.4305

Seal: FPM
O-ring: FPM 

Protection: IP 68

Temperature Range: -25O C to +200O C

52032580
52032590
52032600
52032610
52032620
52032630
52032640
52032650
52032660
52032670

Part Number
Clamping Range

øF
inches

Width Across 
Flats

0.67
0.67
0.67
0.71
0.94
1.18
1.42
1.81
2.17
2.76

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12x1.5/1
M-12x1.5/2
M-12x1.5/3
M-16x1.5
M-20x1.5
M-25x1.5
M-32x1.5
M-40x1.5
M-50x1.5
M-63x1.5

0.14 - 0.20
0.20 - 0.26
0.26 - 0.31
0.31 - 0.41
0.43 - 0.59
0.63 - 0.81
0.83 - 1.00
1.12 - 1.30
1.46 - 1.65
1.81 - 2.05

1.06
1.06
1.06
1.18
1.22
1.42
1.61
1.73
1.89
2.01

5
5
5
5
5
5
5
1
1
1

.39

.39

.39

.39

.39

.43

.51

.51

.55

.55

52032520
52032525
52032540
52032550
52032560
52032570

Part Number
Clamping Range

øF
inches

Across
Flats

0.71
0.87
0.94
0.94
1.18
1.61

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.24 - 0.39

.20 - 0.47

.31 - 0.59

.31 - 0.59

.49 - 0.81

.79 - 1.08

1.10
1.26
1.34
1.34
1.65
2.09

5
5
5
5
5
5

.39

.39

.39

.39

.47

.47

Viton® is a registered trademark of DuPont de Nemours
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Technical Data:
Seal: IP 54

Locknuts: Add SM Locknuts, see Page 522

Note: O-Rings available, see Page 531

Materials:
Body: Nickel-Plated Brass
Bushing/ Incised Sealing: 
PG: CR
Metric: CR/NBR

Temperature: -20O C to +80O C

SKINDICHT® SVRE: Compact General Purpose Cable Clamps with PG Threads

SKINDICHT® SVRE-M: Compact General Purpose Cable Clamps with Metric Threads

SKINDICHT® SVRE Series Cable Clamp
Compact General Purpose Cable Clamps with PG & Metric Threads

The SKINDICHT® SVRE cable clamp is a compact, 
general purpose cable clamp with an adjustable multi-
layered bushing which accommodates a large cable 
diameter range.

Application Advantage:
• Provides a cost savings, as the adjustable bushing allows 

for the storage of fewer sizes
• Suitable for a wide variety of applications that require 

compact, reliable strain relief
• Cost effective strain relief solution

52005540
52000310
52000320
52000330
52000340
52000350
52000360
52005550
52005560

Part Number
Incised Sealing Ring

øF 
inches

Wrenching Flats
inches

SW 1 SW 2

0.67
0.79
0.87
0.94
1.18
1.57
1.97
2.24
2.52

0.59
0.71
0.79
0.87
1.10
1.46
1.85
2.13
2.36

Thread Type
& Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

Inner
Thread

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

.20/.31
.28/.39/.49

.28/.41/.51/.63

.31/.41/.51/.63

.43/.59/.71/.79
.75/.91/1.06/1.22
.98/1.10/1.22/1.38
1.38/1.54/1.67/1.81
1.59/1.73/1.85/1.99

0.890
0.929
1.028
1.067
1.165
1.283
1.520
1.717
1.776

100
50
50
50
50
50
20
10
10

.236

.236

.256

.256

.276

.315

.354

.394

.394

52104980
52104990
52105000
52105010
52105002
52105003
52105004
52105005
52105006

Part Number
Incised Sealing Ring

øF 
inches

Wrenching Flats
inches

SW 1 SW 2

0.71
0.87
0.87
0.94
1.18
1.57
1.97
2.24
2.60

0.59
0.71
0.79
0.87
1.10
1.46
1.85
2.13
2.36

Thread Type
& Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-16X1.5
M-20X1.5
M-20X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

Inner
Thread

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

.20/.31
.28/.39/.49

.28/.41/.51/.63

.31/.41/.51/.63

.43/.59/.71/.79
.75/.91/1.06/1.22
.98/1.10/1.22/1.38
1.38/1.54/1.67/1.81
1.59/1.73/1.85/1.99

Max. Internal 
Diameter

inches

0.47
0.59
0.59
0.59
0.79
1.06
1.34
1.73
2.13

0.850
0.909
0.988
1.028
1.165
1.283
1.480
1.677
1.776

100
50
50
50
50
50
20
5
5

.197

.236

.236

.236

.276

.315

.315

.354

.394
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Materials:
Body: Nickel-Plated Brass

Seal: IP 20

Technical Data:

Temperature Range: -20O C to +80O C

Locknuts: Add SM Locknuts, see Page 522

SKINDICHT® SH Cable Clamp
Compact Strain Relief Cable Gland with Single Saddle Clamp 
with PG Threads

The SKINDICHT® SH cable clamp is an extremely durable,
compact strain relief cable gland constructed of corrosion
resistant nickel-plated brass.  Strain relief is achieved by
use of a specially formed nickel-plated brass bracket that
provides a secure locking system.

Application Advantage:
• Durable, compact and corrosion resistant cable clamp
• Excellent in harsh environment applications including 

exposure to seawater and chemicals
• Cost effective strain relief solution 

52000830
52000840
52000850
52000860
52000870
52000880
52000890
52000900
52000910
52000920

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.591
0.669
0.787
0.866
0.945
1.181
1.614
1.969
2.244
2.520

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

0.315 - 0.394
0.394 - 0.492
0.433 - 0.591
0.551 - 0.650
0.591 - 0.709
0.709 - 0.925
0.906 - 1.220
1.142 - 1.594
1.339 - 1.772
1.535 - 1.969

0.689
0.807
0.846
0.945
1.024
1.142
1.299
1.437
1.496
1.555

50
50
50
25
25
25
10
10
5
5

.217

.236

.236

.295

.295

.315

.315

.374

.394

.453

Max. Installation
Diameter

inches

0.866
0.984
1.102
1.260
1.378
1.811
2.283
2.756
3.071
3.386

SKINDICHT® SH: Compact Strain Relief Connector with PG Threads
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SKINDICHT® SHZ: Compact Strain Reilef Cable Gland with PG Threads

SKINDICHT® SHZ-M: Compact Strain Reilef Cable Gland with Metric Threads

Materials:
Body: Nickel-Plated Brass
Bushing: CR 
O-ring: Perbunan (NBR)

Technical Data:

Seal: IP 55

Temperature: -20O C to +80O C

Locknuts: Add SM Locknuts, see Page 522

SKINDICHT® SHZ Cable Clamp
Compact Strain Relief Cable Gland with Single Saddle Clamp 
and Additional Sealing

The SKINDICHT® SHZ cable clamp is a compact strain
relief cable gland constructed of corrosion resistant 
nickel-plated brass.  It is equipped with an extension fitting
to reach protection class IP55.   Additional sealing is
achieved by the use of an adjustable, multi-layered 
bushing and an o-ring on the mounting threads.

Application Advantage:
• Durable, compact and corrosion resistant cable clamp
• Strain relief is attained by use of a specially formed 

nickel-plated brass bracket
• Excellent in harsh environment applications including 

exposure to seawater and chemicals

52005590
52005600
52000930
52000940
52000950
52000960
52000970
52000980
52005610
52005620

Part Number
Clamping Range

øF
inches

SW 1/2
Wrenching Flats

inches

.55/.59

.67/.67

.79/.79

.87/.87

.94/.94
1.18/1.18
1.57/1.61
1.97/1.97
2.24/2.24
2.52/.252

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-7
PG-9
PG-11
PG-13
PG-16
PG-21
PG-29
PG-36
PG-42
PG-48

0.197 -  0.236
0.295 -  0.335
0.374 -  0.472
0.492 -  0.551
0.531 -  0.630
0.610 -  0.827
0.846 - 1.083
1.063 - 1.339
1.339 - 1.693
1.496 - 1.890

1.181
1.339
1.378
1.575
1.654
1.850
2.087
2.402
2.598
2.677

50
50
25
25
25
25
10
10
5
5

.197

.236

.236

.256

.256

.276

.315

.354

.394

.394

Max. Installation
Diameter

inches

0.827
0.984
1.102
1.260
1.378
1.811
2.283
2.756
3.071
3.386

52106700
52106710
52106720
52106730
52106740
52106750
52106760
52106770
52106780
52106790

Part Number
Clamping Range

øF
inches

SW 1/2
Wrenching Flats

inches

.55/.59

.71/.67

.87/.79

.87/.87

.94/.94
1.18/1.18
1.57/1.61
1.97/1.97
2.24/2.24
2.60/2.52

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-20X1.5
M-20X1.5
M-20X1.5
M-25X1.5
M-32X1.5
M-40X1.5
M-50X1.5
M-63X1.5

Inner
Thread

PG 7
PG 9
PG 11
PG 13
PG 16
PG 21
PG 29
PG 36
PG 42
PG 48

0.217 - 0.256
0.197 - 0.315
0.315 - 0.472
0.335 - 0.512
0.315 - 0.591
0.551 - 0.760
0.748 - 1.063
1.063 - 1.339
1.378 - 1.693
1.575 - 1.890

1.181
1.299
1.378
1.555
1.634
1.850
2.087
2.362
2.559
2.677

50
50
25
25
25
25
10
10
5
5

.197

.197

.236

.236

.236

.276

.315

.315

.354

.394

Max. Installation
Diameter

inches

0.827
0.984
1.102
1.260
1.378
1.811
2.283
2.756
3.071
3.386
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Materials: 
Body: Nickel-Plated Brass
Brackets: Nickel-Plated Brass
Screws: Nickel-Plated Brass

Technical Data:

Seal: IP 20

Temperature Range: -20O C to +200O C

Locknuts: Add SM Locknuts, see Page 522

SKINDICHT® SK Series
Compact Strain Relief Cable Gland with Double Saddle Clamp 
and PG Threads

The SKINDICHT® SK cable gland is equipped with two
nickel-plated brass saddle clamps that guarantee reliable
strain relief.  

Application Advantage:
• Durable, compact and corrosion resistant cable clamp
• The double saddle clamp arrangement accommodates a 

wide range of cables that are clamped concentrically

52004230
52004240
52004250
52004260
52004270
51712740

Part Number
Clamping Range

øF
inches

SW
Wrenching Flats

inches

0.75
0.83
0.87
0.94
1.18
1.61

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.236 - 0.472

.276 - 0.591

.472 - 0.650

.512 - 0.709

.591 - 0.906

.787 - 1.220

0.650
0.650
0.728
0.748
0.886
1.024

50
50
25
25
25
10

.236

.236

.295

.295

.315

.315

Max. Installation
Diameter

inches

0.945
1.063
1.181
1.299
1.654
2.283

SKINDICHT® SK: Compact Strain Relief Cable Gland with PG Threads
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Technical Data:

Temperature: -20O C to +80O C

Seal: IP 55

Locknuts: Add SM Locknuts, see Page 522

Materials:
Body: Nickel-Plated Brass
Saddle Clamp: Nickel-Plated Brass
Screws: Nickel-Plated Brass
Bushing: Neoprene
Sealing O-ring: Perbunan (NBR)
Incised Sealing Ring:
- SKZ: CR
- SKZ-M: CR (NBR)

SKINDICHT® SKZ: Compact Strain Relief Cable Gland with PG Threads

SKINDICHT® SKZ-M: Compact Strain Relief Cable Gland with Metric Threads

SKINDICHT® SKZ/ SKZ-M Series
Compact Strain Relief Cable Gland with Double Saddle Clamp 
with Additional Sealing in PG & Metric Threads

The SKINDICHT® SKZ cable clamp is a compact strain
relief cable gland with double saddle clamps and 
additional sealing. The sealing is achieved by means of a
multi-layered bushing that accommodates a large cable
diameter range. 

Application Advantage:
• The extended fitting allows the clamp to reach protection 

class IP55
• An o-ring is included on the mounting thread to provide 

additional sealing

52004280
52004290
52004300
52004310
52004320
52005570

Part Number
Clamping Range

øF
inches

SW 1/2
Wrenching Flats

inches

.67/.67

.79/.83

.87/.87

.94/.94
1.18/1.18
1.57/1.61

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.236 -  0.335

.315 -  0.472

.472 -  0.551

.512 -  0.630

.591 -  0.827

.787 - 1.083

1.181
1.181
1.339
1.378
1.614
1.811

50
50
25
25
25
10

.236

.236

.256

.256

.276

.315

Max. Installation
Diameter

inches

0.945
1.063
1.181
1.299
1.654
2.283

52106800
52106810
52106820
52106830
52106840
52106850

Part Number
Clamping Range

øF
inches

SW 1/2
Wrenching Flats

inches

.71/.67

.87/.79

.87/.87

.94/.94
1.18/1.18
1.57/1.61

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-16X1.5
M-20X1.5
M-20X1.5
M-20X1.5
M-25X1.5
M-32X1.5

Inner
Thread

PG-9
PG-11
PG-13
PG-16
PG-21
PG-29

.197 - 0.315

.276 - 0.472

.433 - 0.512

.512 - 0.591

.630 - 0.760

.748 - 1.063

1.142
1.181
1.319
1.358
1.614
1.811

50
50
25
25
25
10

.197

.236

.236

.236

.276

.315

Max. Installation
Diameter

inches

0.945
1.063
1.181
1.299
1.654
2.283
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Technical Data:

Temperature: -20O C to +80O C

Seal: IP 68, 10 Bar 

Locknuts: Add SM Locknuts, see Page 522

Materials:
Body: Nickel-Plated Brass
Sealing Cone: Neoprene (CR)
O-ring: Perbunan (NBR)

SKINDICHT® SHV
Metallic Strain Relief Cable Gland in PG Threads with Sealing Capability 
up to 300 Ft. (10 Bar)

The SKINDICHT® SHV cable gland is a metallic strain relief
cable gland with a special tapered seal designed to provide
liquid tight sealing down to 300 feet (10 Bar) of water 
pressure.  An o-ring is included on the mounting thread to
provide additional sealing.

Application Advantage:
• Excellent compression strength and strain relief
• Ideal for underwater applications where water pressure 

tight protection is required

52002530
52002550
52002540
52002570
52002560
52010650
52010660
52010670
52010680
52002600
52002590
52010690
52010700
52010710
52010720
52010730
52010740
52002640
52002630
52002620
52010750
52010760
52010770
52002670
52002660
52002650
52002710
52002700
52002690

Part Number
Clamping Range

øF
inches

SW 1/2
Wrenching Flats

inches

.551

.669

.669

.787

.787

.866

.866

.866

.866

.866

.866

.945

.945

.945

.945

.945

.945

.945

.945

.945
1.181
1.181
1.181
1.181
1.181
1.181
1.575
1.575
1.575

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

PG-7
PG-9
PG-9
PG-11
PG-11
PG-9
PG-9
PG-11
PG-11
PG-13
PG-13
PG-11
PG-11
PG-11
PG-13
PG-13
PG-13
PG-16
PG-16
PG-16
PG-16
PG-16
PG-16
PG-21
PG-21
PG-21
PG-29
PG-29
PG-29

Inner
Thread

PG-5
PG-6
PG-7
PG-7
PG-9
PG-9
PG-11
PG-9
PG-11
PG-9
PG-11
PG-11
PG-13
PG-15
PG-11
PG-13
PG-15
PG-11
PG-13
PG-15
PG-16
PG-18
PG-20
PG-16
PG-18
PG-20
PG-22
PG-24
PG-26

.150 - 0.189

.189 - 0.228

.228 - 0.268

.228 - 0.268

.268 - 0.346

.256 - 0.346

.335 - 0.425

.268 - 0.346

.335 - 0.425

.268 - 0.346

.335 - 0.425

.335 - 0.425

.425 - 0.504

.543 - 0.583

.335 - 0.425

.425 - 0.504

.543 - 0.583

.335 - 0.425

.425 - 0.504

.543 - 0.583

.524 - 0.614

.622 - 0.701

.689 - 0.780

.583 - 0.622

.622 - 0.701

.689 - 0.780

.768 - 0.858

.858 - 0.937

.937 - 1.016

1.024
1.122
1.122
1.220
1.220
1.299
1.299
1.299
1.299
1.299
1.299
1.378
1.378
1.378
1.378
1.378
1.378
1.378
1.378
1.378
1.575
1.496
1.496
1.496
1.496
1.496
1.752
1.752
1.752

50
50
50
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
10
10
10

.197

.236

.236

.236

.236

.256

.256

.256

.256

.256

.256

.256

.256

.256

.256

.256

.256

.256

.256

.256

.276

.276

.276

.276

.276

.276

.315

.315

.315

SKINDICHT® SHV: PG Metallic Strain Relief
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Technical Data:

Temperature: -20O C to +80O C

Seal: IP 68, 10 Bar 

Locknuts: Add SM Locknuts, see Page 522

Materials:
Body: Nickel-Plated Brass
Cone Seal: CR/NBR 
O-ring: Perbunan (NBR)

SKINDICHT® SHV-M
Metallic Strain Relief Cable Gland in Metric Threads with Sealing Capability 
to 300 Ft. (10 Bar)

The SKINDICHT® SHV-M cable gland is a metallic strain
relief cable gland with a special tapered seal designed to
provide liquid tight sealing down to 300 feet (10 Bar) of
water pressure.  An o-ring is included on the mounting
thread to provide additional sealing.

Application Advantage:
• Excellent compression strength and strain relief
• Ideal for underwater applications where water pressure 

tight protection is required

52105270
52105280
52105290
52105300
52105310
52105320
52105330
52105340
52105350
52105360
52105370
52105380
52105390
52105400
52105410
52105420

Part Number
Clamping Range

øF
inches

Wrenching Flats
inches

SW 1 SW 2

.551

.709

.709

.866

.866

.866

.866

.945

.945

.945
1.181
1.181
1.181
1.575
1.575
1.575

.551

.669

.669

.787

.787

.866

.866

.945

.945

.945
1.181
1.181
1.181
1.575
1.575
1.575

Thread Type &
Size

C
Overall Length

inches

Standard
Pack
Size

D
Thread Length

inches

M-12X1.5
M-16X1.5
M-16X1.5
M-20X1.5
M-20X1.5
M-20X1.5
M-20X1.5
M-20X1.5
M-20X1.5
M-20X1.5
M-25X1.5
M-25X1.5
M-25X1.5
M-32X1.5
M-32X1.5
M-32X1.5

Clear 
Opening 

Seal

.197

.236

.276

.276

.354

.354

.433

.433

.512

.591

.630

.709

.787

.866

.945
1.024

Inner
Thread

PG-7
PG-9
PG-9
PG-11
PG-11
PG-13
PG-13
PG-16
PG-16
PG-16
PG-21
PG-21
PG-21
PG-29
PG-29
PG-29

.118 - .189
.177 - .228
.177 - .268
.236 - .268
.256 - .346
.256 - .346
.354 - .425
.354 - .425
.374 - .504
.512 - .583
.531 - .622
.591 - .701
.689 - .780
.689 - .858
.748 - .937

.906 - 1.016

1.024
1.043
1.043
1.220
1.220
1.280
1.280
1.358
1.358
1.358
1.516
1.516
1.516
1.673
1.673
1.673

50
50
50
25
25
25
25
25
25
25
25
25
25
10
10
10

.197

.197

.197

.236

.236

.236

.236

.236

.236

.236

.276

.276

.276

.315

.315

.315

SKINDICHT® SHV-M: Metric Metallic Cable Gland
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Fitting Earthing
Sleeve

Sealing Cone Brass
Cone

Compression
Screw

Technical Data:

Temperature: -20O C to +80O C

Seal: IP 68, 5 Bar 
(Exceeds NEMA 6/ 6P Pressure rating)
When installed with O-ring

Locknuts: Add SM Locknuts, see Page 522

Materials:
Body: Nickel-Plated Brass
Earthing Sleeve: Polished Brass
Sealing Taper: CR
O-Ring: Perbunan (NBR)

SKINDICHT® SHVE
Compact EMC Strain Relief Cable Gland with PG & Metric Threads
for use with Copper (CY) and Steel Shielded (SY) Cables

The SKINDICHT® SHVE series cable clamp is a compact
strain relief cable gland with a cylindrical grounding sleeve
designed to provide maximum EMC protection.

Application Advantage:
• Provides excellent EMC protection
• The inner sealing cone prevents the entry of dust, 

moisture and oil

     


