


NC-Klemmringverschraubung  NC Clamping Ring Fittings 

 

 

Edelstahl 1.4571 2 stainless steel AISI 316 Ti 
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Bestellhinweise 
  
Systembeschreibung 

 
NC – Klemmringverschraubungen sind lösbare Rohrver-
bindungen aus Edelstahl 1.4571. NC-Klemmringe 
schneiden nicht in das Rohr ein und sind nicht gehärtet, 
was sie somit von den Schneidringen unterscheidet. 
Die NC-Überwurfmuttern sind innen versilbert, wodurch 
das erforderliche Drehmoment reduziert und die Monta-
ge wesentlich vereinfacht wird.  
 
NC = non-cutting, non corrosive 
- also nicht -schneidend und nicht-rostend 
 
Die meisten Verschraubungen mit Schneidringen sind 
bis AD 25 auch in der Ausführung NC – Klemmring - 
Verschraubung lieferbar.  Im Einzelnen handelt es sich 
dabei um  
 
• Gerade Verschraubungen NC -GV  
• Winkelverschraubungen NC-WV 
• T-Verschraubungen NC-TV 
• Kreuz-Verschraubungen NC-KV 
• Schottverschraubungen NC-GSV, NC-WSV 
• Gerade Reduzierungen NC-GR 
• Gerade Einschraubverschraubungen NC-GEV 
• Winkel-Einschraubverschraubungen NC-WEV 
• T-Einschraubverschraubungen NC-TEV 
• L-Einschraubverschraubungen NC-LEV 
• Einstellbare Winkel-, T- und L-Verschraub-ungen 

mit Dichtkegel NC-EWKO, NC-ETKO, NC-ELKO 
• Kegel-Reduzierverschraubungen mit Dichtkegel 

NC-GRKO 
• Gerade Anschweißverschraubungen NC-GAS 
• Einschweißschottverschraubungen-NC-ESV 
• Gerade Aufschraubverschraubung NC-GAV 
• Manometer-Anschlußverschraubung NC-MAV 
• Gerade Meßverschraubung NC-EMV 
• Winkel-Schwenkverschraubung NC-ESWV,  

NC-ESTV 
• Rückschlagventile NC-DRM, NC-DRV, NC-ERVZ, 

NC-ERVV 
• Verschlußverschraubungen NC-VSA 
 
Die genauen technischen Daten wie Abmessungen u.ä. 
können Sie dem Kapitel Schneidringverschraubungen 
unseres Gesamtkataloges entnehmen.  
 
Die Produktbezeichnung für die NC-
Klemmringverschraubung leitet sich folgendermaßen 
von der Bezeichnung der Schneidringverschraubung ab: 
 
Schneidringverschraubung GEV-12-L                                    
NC-Klemmringverschraubung                NC-GEV-12-L 
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Order Information 
 
System description 
  
NC- Clamping Ring Fittings are removable pipe connec-
tions, made of stainless steel 1.4571 / AISI 316ti. NC-
Clamping Rings do not cut into the tube and are not 
tempered, what makes them different from cutting rings. 
The threads of NC-Nuts are silver-plated whereby the 
required torque can be reduced and the installation can 
be facilitated. 
 
 
NC = non-cutting, non corrosive 
 
Most of the Cutting Ring Fittings up to DN 25 are also 
available as NC-Clamping Ring Fitting. In detail, the NC 
range includes: 
 
 
• Straight fittings NC -GV  
• Equal elbows NC-WV 
• Equal tees NC-TV 
• Equal crosses NC-KV 
• Bulkhead couplings NC-GSV, NC-WSV 
• Reducing unions NC-GR 
• Straight connectors, male NC-GEV 
• Elbows, male NC-WEV 
• Equal teesl, male NC-TEV 
• Male stud tee-stud barrels NC-LEV 
• Adjustable male stud elbows with taper NC-EWKO, 

NC-ETKO, NC-ELKO 
• Taper reducing fittings NC-GRKO 
 
• Straught welding connectors NC-GAS 
• Weldable bulkhead couplings NC-ESV 
• Straught connectors female NC-GAV 
• Manometer couplings NC-MAV 
• Straught connectors with test gauge NC-EMV 
• Banjo couplings NC-ESWV, NC-ESTV 
 
• Non-return valves NC-DRM, NC-DRV, NC-ERVZ, 

NC-ERVV 
• Caps NC-VSA 
 
Please see chapter Cutting Ring Fittings in our EXMAR 
catalogue for technical data as dimensions.  
 
 
The designation  for NC-Clamping Ring Fittings is de-
rived from the designation of Cutting Ring Fittings as 
follows: 
  
CuttingRingFitting   GEV-12-L                                    
Clamping Ring Fitting             NC-GEV-12-L 
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NC-Klemmringverschraubung   NC Clamping Ring Fittings  
 

 

Edelstahl 1.4571  3 stainless steel AISI 316 Ti 
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NC – Klemmringe           NC-Clamping Rings 
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